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[bookmark: _Toc462478989]Abstract of the contribution: This contribution proposes conclusion for KI#5

1	Discussion

2	Proposal
It is proposed to agree the changes:

/********************Start of Change***************/
8.5	Conclusion for Key Issue #5
To enable a 5GS to support KI#5(dynamic adjustment to meet the limitation of data rate per network slice in UL and DL), the following new functionalities in the 5GS are needed:
-	Storage: If a network slice is subject to limitation of data rate per network slice, it is assumed that NW Slice maximum data rate parameter, which is the aggregate data rate across all GBR and Non-GBR flows within the slice,is configured and stored in the UDR.
-	Monitoring: The PCF monitors the aggregated data rate for the network slice by computing the aggregate NW Slice data rate of the UEs that have PDU sessions admitted in the network slice. Alternatively, in normative phase solutions to retrieve the current load status could be defined, 
-	Enforcement: the PCF ensures that no new PDU sessions or QoS flows of network slices with registered UEs are admitted if this may cause overflowing the NW Slice maximum data rate parameter stored in the UDR. 
NOTE 1: Multiple PCFs for this key issue is to be addressed in normative phase.
NOTE 2: NWDAF aspects is to be confirmed with eNA_Ph2 during normative phase.
NOTE 3: For enforcement whether NSACF can be used to control the number of admitted UEs or number of PDU sessions in the network slice will be discussed during normative phase.
/*******************End of Change****************/
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