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FIRST CHANGE
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[bookmark: _Toc20150137][bookmark: _Toc27846939][bookmark: _Toc36188070][bookmark: _Toc45183975][bookmark: _Toc47342817][bookmark: _Toc51769519][bookmark: _Toc59095871]5.32.5.1	General principles
When an MA PDU Session is established, the network may provide the UE with Measurement Assistance Information. This information assists the UE in determining which measurements shall be performed over both accesses, as well as whether measurement reports need to be sent to the network.
Measurement Assistance Information shall include the addressing information of a Performance Measurement Function (PMF) in the UPF, the UE can send PMF protocol messages to:
-	For a PDU Session of IP type, Measurement Assistance Information contains one IP address for the PMF, one UDP port associated with 3GPP access and another UDP port associated with non-3GPP access;
-	For a PDU Session of Ethernet type, Measurement Assistance Information contains one MAC address associated with 3GPP access and another MAC address associated with non-3GPP access.
NOTE 1:	To protect the PMF in the UPF (e.g. to block DDOS to the PMF), the IP addresses of the PMF are only accessible from the UE IP address via the N3/N9 interface.
NOTE 2:	After the MA PDU Session is released, the same UE IP address/prefix is not allocated to another UE for MA PDU Session in a short time.
The addressing information of the PMF in the UPF is retrieved by the SMF from the UPF during N4 session establishment.
The following PMF protocol messages can be exchanged between the UE and the PMF:
-	Messages to allow for Round Trip Time (RTT) measurements, i.e. when the "Smallest Delay" steering mode is used;
-	Messages for reporting Access availability/unavailability by the UE to the UPF;.
-	Messages for sending UE-assistance data to UPF. Such messages may be sent from the UE to UPF only when the network authorize the UE, by providing UE-assistance indicator in an ATSSS rule (see clause 5.32.8), to decide, based on the UE’s internal state (such as the battery level), to apply a different UL traffic distribution than the UL traffic distribution defined in the Steering Mode component of the ATSSS rule. Further details are provided in clause 5.32.5.X.
Editor’s note: It is FFS how the UE can send UE-assistance data to UPF when the PMF protocol is not used by the UE.
The PMF protocol is specified in TS 24.193 [109].
The PMF protocol messages exchanged between the UE and UPF shall use the QoS Flow associated with default QoS rule over the available access(es).
The QoS Flow associated with default QoS rule for MA PDU Session is Non-GBR QoS Flow.
The UE shall not apply the ATSSS rules and the UPF shall not apply the MAR rules for the PMF protocol messages.
When the UE requests a MA PDU session and indicates it is capable to support the MPTCP functionality with any steering mode and the ATSSS-LL functionality with only the Active-Standby steering mode (as specified in clause 5.32.6.1), the network may send Measurement Assistance Information for the UE to send Access availability/unavailability reports to the UPF. In this case, the UE and UPF shall not perform RTT measurements using PMF as the UE and UPF can use measurements available at the MPTCP layer.
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RTT measurements can be conducted by the UE and UPF independently. There is no measurement reporting from one side to the other. RTT measurements are defined to support the "Smallest Delay" steering mode.
The estimation of the RTT by the UE and by the UPF is based on the following mechanism:
1.	The PMF in the UE sends over the user plane PMF-Echo Request messages to the PMF in the UPF, and the PMF in the UPF responds to each one with a PMF-Echo Response message. Similarly, the PMF in the UPF sends over the user plane PMF-Echo Request messages to the PMF in the UE, and the PMF in the UE responds to each one with a PMF-Echo Response message.
2.	In the case of a MA PDU Session of IP type:
-	The PMF in the UE sends PMF messages to the PMF in the UPF over UDP/IP. The destination IP address is the IP address contained in the Measurement Assistance Information and the destination UDP port is one of the two UDP ports contained in the Measurement Assistance Information. One UDP port is used for sending PMF messages to UPF over 3GPP access and the other UDP port is used for sending PMF messages to UPF over non-3GPP access. The source IP address is the IP address assigned to UE for the MA PDU Session and the source UDP port is a UDP port that is dynamically allocated by the UE for PMF communication. This source UDP port in the UE remains the same for the entire lifetime of the MA PDU Session.
-	The PMF in the UPF sends PMF messages to the PMF in the UE over UDP/IP. The source IP address is the same IP address as the one provided in the Measurement Assistance Information and the source UDP port is one of the two UDP ports as provided in the Measurement Assistance Information. One UDP port is used for sending PMF messages to UE over 3GPP access and the other UDP port is used for sending PMF messages to UE over the non-3GPP access. The destination IPv4 address is the IPv4 address assigned to UE for the MA PDU Session (if any) and the destination IPv6 address is an IPv6 address selected by the UE from the IPv6 prefix assigned for the MA PDU Session (if any). The destination UDP port is the dynamically allocated UDP port in the UE, which is contained in all PMF messages received from the UE. If the UE receives Measurement Assistance Information, the UE shall inform the network via the user plane about the UE's dynamically allocated UDP port, and the IPv6 address if IPv6 is used for PMF messages, so that it is possible for the UPF to know the UE's IPv6 address (if applicable) and dynamically allocated UDP port as soon as the MA PDU Session has been established.
3.	In the case of a MA PDU Session of Ethernet type:
-	The PMF in the UE sends PMF messages to the PMF in the UPF over Ethernet. The Ethertype is the Ethertype contained in the Measurement Assistance Information and the destination MAC address is one of the two MAC addresses contained in the Measurement Assistance Information. One MAC address is used for sending PMF messages to UPF over 3GPP access and the other MAC address is used for sending PMF messages to UPF over non-3GPP access. The source MAC address is a MAC address of the UE, which remains the same for the entire lifetime of the MA PDU Session.
-	The PMF in the UPF sends PMF messages to the PMF in the UE over Ethernet. The Ethertype is the same Ethertype as the one provided in the Measurement Assistance Information and the source MAC address is one of the two MAC addresses as provided in the Measurement Assistance Information. One MAC address is used for sending PMF messages to UE over 3GPP access and the other MAC address is used for sending PMF messages to UE over non-3GPP access. The destination MAC address is the MAC address of the UE, which is contained in all PMF messages received from the UE. If the UE receives Measurement Assistance Information, the UE shall inform the network via the user plane about the UE's MAC address so that it is possible for the UPF to know the UE's MAC address as soon as the MA PDU Session has been established.
4.	When the UP connection of the MA PDU session is deactivated on an access, no PMF-Echo Request messages are sent on this access. The PMF in the UPF shall not send PMF-Echo Request on this access if the UP connection is not available or after it receives notification from the (H-)SMF to stop sending the PMF-Echo Request on this access.
5.	The UE and the UPF derive an estimation of the average RTT over an access type by averaging the RTT measurements obtained over this access.
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If required by the network in the Measurement Assistance Information, the UE shall provide access availability/unavailability reports to the network. How the UE detects the unavailability and the availability of an access is based on implementation. When the UE detects the unavailability/availability of an access, it shall:
-	build a PMF-Access Report containing the access type and an indication of availability/unavailability of this access;
-	send the PMF-Access Report to the UPF via the user plane.
The UPF shall acknowledge the PMF-Access Report received from the UE.
5.32.5.X	UE Assistance Data
When the UE receives the UE-assistance indicator in an ATSSS rule (see clause 5.32.8), the UE is allowed by the network to decide, based on its internal state (such as the battery level), to apply a different UL traffic distribution for an SDF than the default UL traffic distribution indicated in the Steering Mode component of the ATSSS rule. In that case:
-	The UE may send a PMF-UAD (UE Assistance Data) message to UPF that contains information specifying the UL traffic distribution applied by the UE for a particular SDF.
-	A PMF-UAD message contains: (a) correlation information that allows the UPF to identify the traffic , and (b) UL Distribution Info, indentifying how the UL traffic of the SDF is distributed by the UE.
Editor’s note: The correlation information is information that refers to an existing SDF in both UE and UPF, and can e.g. be new information included in the ATSSS rule to UE and N4 rules to UPF, or it could be existing information in the UE such as ATSSS rule ID that would then need to be sent also from SMF to UPF. The UPF may also be able to derive associated SDF without correlcation information e.g. based received QoS Flow infomration of PMF-UAD message.
Editor’s note: Further details on the correlation information, e.g. whether it is ATSSS rule ID or some other information is FFS.
-	When the steering mode applied for the SDF is Load-Balancing, the UL Distribution Info contains the traffic split percentages applied by the UE, e.g. 20% on 3GPP access, 80% on non-3GPP access.
[bookmark: _GoBack]Editor’s note: It is FFS whether a PMF-UAD message can be sent when the steering mode applied for the SDF is not Load-Balancing.
-	The UPF may apply the information in a received PMF-UAD message to align the DL traffic distribution for an SDF with the UL traffic distribution applied by the UE for the same SDF.
END OF CHANGES

