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FIRST CHANGE
[bookmark: _Toc20150221][bookmark: _Toc27847029][bookmark: _Toc36188161][bookmark: _Toc45184072][bookmark: _Toc47342914][bookmark: _Toc51769616][bookmark: _Toc59095969]6.3.6	N3IWF selection
[bookmark: _Toc20150222][bookmark: _Toc27847030][bookmark: _Toc36188162][bookmark: _Toc45184073][bookmark: _Toc47342915][bookmark: _Toc51769617][bookmark: _Toc59095970]6.3.6.1	General
When the UE supports connectivity with N3IWF but does not support connectivity with ePDG, as specified in TS 23.402 [43], the UE shall perform the procedure in clause 6.3.6.2 for selecting an N3IWF.
When the UE supports connectivity with N3IWF, as well as with ePDG, as specified in TS 23.402 [43], the UE shall perform the procedure in clause 6.3.6.3 for selecting either an N3IWF or an ePDG, i.e. for selecting a non-3GPP access node.
In both cases above the UE can be configured by the HPLMN with the same information that includes:
1)	ePDG identifier configuration: It contains the FQDN or IP address of the ePDG in the HPLMN, as specified in TS 23.402 [43], clause 4.5.4.3. This is used only when the UE supports connectivity with ePDG and attempts to select an ePDG. It is ignored in all other cases.
2)	N3IWF identifier configuration: It contains the FQDN or IP address of the N3IWF in the HPLMN.
3)	Non-3GPP access node selection information: It contains a prioritized list of PLMNs and for each PLMN it includes (i) a "Preference" parameter which indicates if ePDG or N3IWF is preferred in this PLMN and (ii) an FQDN parameter which indicates if the Tracking/Location Area Identity FQDN or the Operator Identifier FQDN (as specified in TS 23.402 [43], clause 4.5.4.4) should be used when discovering the address of an ePDG or N3IWF in this PLMN. The list of PLMNs shall include the HPLMN and shall include an "any PLMN" entry, which matches any PLMN the UE is connected to except the HPLMN.
The ePDG identifier configuration and the N3IWF identifier configuration are optional parameters, while the Non-3GPP access node selection information is required and shall include at least the HPLMN and the "any PLMN" entry.
If the ePDG identifier configuration is configured in the UE, then, when the UE decides to select an ePDG in the HPLMN (according to the procedure in clause 6.3.6.3), the UE shall use the ePDG identifier configuration to find the IP address of the ePDG in the HPLMN and shall ignore the FQDN parameter of the HPLMN in the Non-3GPP access node selection information.
If the N3IWF identifier configuration is configured in the UE, then, when the UE decides to select an N3IWF in the HPLMN (according to the procedure in clause 6.3.6.3 for combined N3IWF/ePDG selection and the procedure in clause 6.3.6.2 for Stand-alone N3IWF selection), the UE shall use the N3IWF identifier configuration to find the IP address of the N3IWF in the HPLMN and shall ignore the FQDN parameter of the HPLMN in the Non-3GPP access node selection information.
If different N3IWFs in the HPLMN support different TAs and different S-NSSAIs, then the HPLMN provides to UE the Non-3GPP access node selection information and the N3IWF identifier configuration by taking into account the subscribed S-NSSAIs on non-3GPP access for the UE. 
NOTE 1: This is needed so that the UE does not select an N3IWF that cannot support the subscribed S-NSSAIs on non-3GPP access for this UE.
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