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Abstract of the contribution: The paper proposes a conclusion of KI#6
Proposal

1) 
2) 
3) 


1) 
2) 
3) 
4) 
5) 
6) 
It is proposed to add this text to TS 23.700-40
* * * First change * * * 
8.6
Conclusion for Key Issue #6
It is concluded for Key Issue #6 described in clause 5.6:

· 
· 
· 
· 
· 
· Inter-network indication of any restriction of simultaneous use of network slices is provided as part of the slice SLA. Additionally, specific per UE restriction of simultaneous use of network slice can be provided as part of the UE subscription following the first NOTE in solution #41, clause 6.41.2.
· Additionally the following UE optimisations are specified to indicate constraints of simultaneous use of network slices:
· -
 a network-generated reject cause aligned with the one in scenario 2 of solution 39 can progress to normative phase. The reject cause indicates to the UE that the rejected S-NSSAI is supported by the current Tracking Area but is not allowed to be used in conjunction with one or more S-NSSAIs present in the Allowed NSSAI. It should be possible for the NSSF to generate such rejection cause.
· -
indication to the UE of all contraints of simultaneous use of network slices in this PLMN are indicated according to solution #41, clause 6.41.
NOTE:
whether UE capability information for these UE optimisations is required will be determined during normative phase.

* * * End of changes * * * 
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