SA WG2 Temporary Document

Page 1

SA WG2 Meeting #143E (E-meeting)
S2-2100899r08
February 24 – March 9, 2021, Online
(revision of S2-200xxxx)
Source:
Nokia, Nokia Shanghai bell, Telecom Italia, AT&T, T-Mobile
Title:
KI #6 conclusion

Document for:
Approval

Agenda Item:
8.4.1
Work Item / Release:
FS_eNS_Ph2 / Rel-17
Abstract of the contribution: The paper proposes a conclusion of KI#6
Proposal
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1) 
2) 
3) 
4) 
5) 
6) 
It is proposed to add this text to TS 23.700-40
* * * First change * * * 
8.6
Conclusion for Key Issue #6
It is concluded that
· The AMF only provides S-NSSAIs in the Allowed NSSAI that can all be used simultaneously by the UE (e.g. the UE shall be able to establish PDU Sessions and send traffic for all S-NSSAIs simultaneously).
· 
· The SLA between the HPLMN and the serving PLMN is expected to cover which network slices are expected to be usable simultaneously, which network slices are expected to not be able to be usable simultaneously, and which network slices are dependent on additional UE subscription information provided to the serving network to decide whether they are usable simultaneously or not.
· At registration time, the HPLMN can provide as part of the UE subscription additional information on whether network slices can be used simultaneously, or are restricted from being used simultaneously.
· Additionally the following UE optimisation is specified to indicate constraints of simultaneous use of network slices: a network-generated reject cause which indicates to the UE that the rejected S-NSSAI is supported by the current Registration Area but is not allowed to be used in conjunction with one or more S-NSSAIs present in the Allowed NSSAI. 
· 
· 
* * * End of changes * * * 
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