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* * * * Start of Changes * * * *  
[bookmark: _Toc20204704][bookmark: _Toc27895418][bookmark: _Toc36192521][bookmark: _Toc45193623][bookmark: _Toc47593255][bookmark: _Toc51835342][bookmark: _Toc59101168]5.2.16.1	General
The following table illustrates the NSSF Services.
Table 5.2.16.1-1: NF Services provided by NSSF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnssf_NSSelection
	Get
	Request/Response
	AMF, NSSF in a different PLMN, SMF, NWDAF

	Nnssf_NSSAIAvailability
	Update
	Request/Response
	AMF

	
	Subscribe
	Subscribe/Notify
	AMF

	
	Unsubscribe
	
	AMF

	
	Notify
	
	AMF

	
	Delete
	Request/Response
	AMF

	Nnssf_ NSRestriction
	Subscribe
	Subscribe/Notify
	AMF

	
	Notify
	
	AMF



NOTE:	The SMF uses the Nnssf_NSSelection_Get service operation during EPS interworking.

* * * * Next Change (ALL NEW TEXT) * * * *  
5.2.16.X	Nnssf_ NSRestriction service
5.2.16.X.Y	Nnssf_NSRestriction_Subscribe service operation
Service operation name: Nnssf_NSRestriction_Subscribe
Description: This service operation enables the NF service consumer to subscribe to Network Slice and/or Network Slice instance restriction notifications.
Inputs, Required: None.
Inputs, Optional: S-NSSAI(s), NSI ID(s).
Outputs, Required: Subscription ID.
Outputs, Optional: None.

[bookmark: _Toc20204712][bookmark: _Toc27895426][bookmark: _Toc36192529][bookmark: _Toc45193631][bookmark: _Toc47593263][bookmark: _Toc51835350][bookmark: _Toc59101176]5.2.16.X.Y1	Nnssf_NSRestriction_Unsubscribe service operation
Service operation name: Nnssf_NSRestriction_Unsubscribe
Description: This service operation enables the NF service consumer to unsubscribe to Network Slice and/or Network Slice instance restriction notifications. 
Inputs, Required: Subscription ID.
Inputs, Optional: None.
Outputs, Required: None.
Outputs, Optional: None.

5.2.16.X.Y2	Nnssf_NSRestriction_Notify service operation
Service operation name: Nnssf_NSRestriction_ Notify
Description: This service operation enables NSSF to notify the Network Slice and Network Slice instance restrictions to the NF service consumer.
Inputs, Required: Subscription ID, restricted S-NSSAI(s).
[bookmark: _GoBack]Inputs, Optional: restricted NSI ID(s). 
Outputs, Required: None.
Outputs, Optional: None. 
* * * * End of Changes * * * * 

