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	In some cases, LMF needs to know the latest UE cell ID, in order to optimize the RAN/TRP for UE positioning signalling (SRS) measurement. 
[bookmark: _GoBack]The LMF can obtain the current serving cell ID in Release 16 using the NRPPa E-CID Measurement Initiation procedure in TS 38.455, whereby the LMF sends an NRPPa E-CID MEASUREMENT INITIATION REQUEST message to the NG-RAN via the AMF and later receives an NRPPa E-CID MEASUREMENT INITIATION RESPONSE from the NG-RAN which was forwarded by the AMF. However, there may be some networks which do not support NRPPa.
Since rel-15, AMF “event exposure service” can also provide the “latest cell info” to subscriber NF.
This options may to some extent save the UE and / or signalling effort because AMF may get subscription on the same event from many subscriber NFs.
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The following table shows the AMF Services and AMF Service Operations.
Table 5.2.2.1-1: List of AMF Services
	Service Name
	Service Operations
	Operation
Semantic
	Known Consumer(s)

	Namf_Communication
	UEContextTransfer
	Request/ Response
	Peer AMF

	
	CreateUEContext
	Request/ Response
	Peer AMF

	
	ReleaseUEContext
	Request/ Response
	Peer AMF

	
	RegistrationStatusUpdate
	Request/ Response
	Peer AMF

	
	N1MessageNotify
	Subscribe / Notify
	PCF, LMF, Peer AMF

	
	N1N2MessageSubscribe
	
	PCF

	
	N1N2MessageUnSubscribe
	
	PCF

	
	N1N2MessageTransfer
	Request/ Response
	SMF, SMSF, PCF, LMF

	
	N1N2TransferFailureNotification
	Subscribe / Notify
	SMF, SMSF, PCF, LMF

	
	N2InfoSubscribe
	Subscribe / Notify
	NOTE 1

	
	N2InfoUnSubscribe
	
	NOTE 1

	
	N2InfoNotify
	
	AMF, LMF

	
	EBIAssignment
	Request/Response
	SMF

	
	AMFStatusChangeSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeUnSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeNotify
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	NonUeN2MessageTransfer
	Request/Response
	Peer AMF, CBCF, PWS-IWF, LMF

	
	NonUeN2InfoSubscribe
	Subscribe / Notify
	CBCF, PWS-IWF

	
	NonUeN2InfoUnSubscribe
	
	CBCF, PWS-IWF

	
	NonUeN2InfoNotify
	
	CBCF, PWS-IWF, LMF

	Namf_EventExposure
	Subscribe
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF, LMF

	
	Unsubscribe
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF, LMF

	
	Notify
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF, LMF

	Namf_MT
	EnableUEReachability
	Request/Response
	SMSF, SMF

	
	ProvideDomainSelectionInfo
	Request/Response
	UDM

	Namf_Location
	ProvidePositioningInfo
	Request/Response
	GMLC

	
	EventNotify
	Subscribe / Notify
	GMLC

	
	ProvideLocationInfo
	Request/Response
	UDM

	
	CancelLocation
	Request/Response
	GMLC

	NOTE 1:	In this Release of the specification no known consumer is identified to use this service operation.
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