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1 Overall Description:
The architecture to support SMS in the 5GS is illustrated in TS 23.501 clause 4.4.2. The network architecture in figure 4.4.2.1-2 displays the assumed interfaces between the UDM and SMS-GMSC/IWMSC/SMS Router; however, there are no specific references to stage 3 MAP support at the UDM. Note 2 of clause 4.4.2.1 states that the “UDM may be connected to the SMS-GMSC/IWMSC/SMS Router via one of the standardized interfaces as shown in TS 23.040”.  TS 23.040 Annex K states that SMS in 5GS can be supported by replacing the HLR with the UDM/HLR.
TS 23.632 indicates that a standalone 5GC scenario exists where the UDM may have the MAP interface. However, related figures in TS 23.632 (e.g. figure 5.5.6.2-1 and figure 5.5.6.2-2) show a separate HSS as well in the flows.

A review of TS 29.002 (MAP) highlights the issue of no requirements for stage 3 MAP support at the UDM. In addition, SA3-LI observes that UDM Stage 3 description in TS 29.503 is restricted to the serviced based Nudm interface only.
3GPP SA3-LI would like to ask 3GPP CT1/CT4/SA2 to confirm how and through which specifications the UDM supports a MAP interface (e.g. through use of a MAP reference point directly on the UDM).

2. Actions:
To CT1, CT4, SA2 groups.

ACTION: SA3-LI kindly asks 3GPP CT1/CT4/SA2 to address the above request and to inform SA3-LI accordingly.
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