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Abstract of the contribution: UE authorization procedure. 
1	Introduction
This paper proposes procedure of UE authorization.
2	Proposal
It is proposed to approve following changes in 23.247:
* * * * First change * * * * 
[bookmark: _Toc519004414]7.2.4	UE authorization procedure for multicast session
The UE authorization to service for multicast is described in clause 6.1.1. 


Figure 7.2.4-1: UE authorization check
1.	[Optional] The Content Provider may send request for multicast session configuration, which may include UE authorization information, to the NEF (MBSF) as described in clause 7.2.1. 
2.	A UE requests to join a multicast session or AF requests to establish resources towards new members as described in clause 7.2.1, which triggers the UE authorization check.
3.	The SMF invokes Nudm_SDM_Get (SUPI) toward UDM to obtain 5MBS feature level authorization indication, which indicates whether the UE is disallowed to join any MBS session or allowed to join any MBS Session. The UE may be subscribed with the indication related to serving PLMN. If the indication of disallowing to join any MBS session is received, step 4 is skipped and UE authorization check fails. If the indication of disallowing to join any MBS session is not received, or the indication of allowing to join any MBS session is received, when the UE authorization is triggered by AF requirement of establishing resources for some UEs, step 4 is skipped and UE authorization check succeeds, otherwise continue with step 4.
4.	[Optional] The SMF may obtain Multicast Authorization Data for the MBS Session, or for the MBS Session and the UE. The SMF authorizes the UE based on the Multicast Authorization Data. 
The UE, SMF, and Content Provider may perform authorization and authentication for UE accessing the Content Provider not for a specific multicast session. The authorization/authentication is performed as same as secondary authorization/authentication by DN-AAA server described in clause 4.3.2.3 of 3GPP TS 23.502 [X] with the difference that the trigger event for SMF is PDU Session Modification Request for multicast instead of PDU Session Establishment.
Editor’s note: Which NF is used to store service parameters, including UE authorization information, is FFS. 
Editor’s note: Roaming and ETSUN case are FFS. 
* * * * End of changes * * * *
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