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1	Overall description
[bookmark: _Hlk7620913]SA2 thanks RAN2 for the LS on LS on UTRAN UE capabilities from CN to gNB (R2-2011164). 
RAN2 has agreed to not upload the UE UTRA-FDD capabilities to AMF and ignore the UTRA capabilities if provided by AMF with following justification extracted from the LS:

UTRA capabilities include information that changes every time the UE connects to UTRA, some of which concern START values.

To avoid START values de-synchronization and the key replay, RAN2 agreed that
· The gNB does not upload the UE UTRA-FDD capabilities to the AMF;
· Prior to initiating mobility the gNB always retrieves the latest capabilities from the UE. I.e. would not use UTRA capabilities received from CN, if provided.

RAN2 further asks SA2 on the following questions:

RAN2 would like to know if
· For the manufacturer assigned case, the UE capability ID is intended to cover UTRA capabilities; also,
· CN may provide UTRA capabilities to gNB.

SA2 considers which information is included in the UE radio capability that stored in core network is a RAN decision and it’s transparent to core network. 
SA2 also agreed to provide the following specific answers to the questions above:

· For UE Radio Capability, RAC, ID that is manufacturer-assigned, SA2 does not exclude any specific capabilities, including UTRA capabilities. The content of the UE Radio Capabilities, that the RAC ID is associated to, are specified in TS 36.331 and TS 38.331. If both TS 36.331 and TS 38.331 formats exist, UCMF may store both. When manufacturer-assigned ID and it’s corresponding UE Radio Capabilities are provisioned in UCMF, the formats defined in TS 38.331 and TS 36.331 for UE Radio Capability are followed, with or without UTRA capabilities.
· AMF stores only TS 38.331 format which is the valid format for 5GS. AMF provides RAC ID or UE Radio Capabilities, in the format of TS 38.331, to gNB. 

2	Actions
To RAN2
ACTION: SA2 kindly ask RAN2 to take the information into account.

To CT3 and CT1
ACTION: SA2 kindly ask CT3 and CT1 to take the above information into consideration and perform necessary updates considering the RAN2 decision to not upload UTRA-FDD related capabilities to AMF, and gNB will ignore the UTRA capabilities received from CN, if provided.

3	Dates of next SA2 meetings
3GPP SA2#144e	12th – 16th April 2021	e-meeting

