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[bookmark: _Toc517082226]* * * * First change, ALL TEXT ARE NEW* * * *
[bookmark: _Toc20204185][bookmark: _Toc27894874][bookmark: _Toc36191949][bookmark: _Toc45193039][bookmark: _Toc47592671][bookmark: _Toc51834758][bookmark: _Toc59100584]4.X	UE Onboarding 
[bookmark: _Toc36191951][bookmark: _Toc45193041][bookmark: _Toc47592673][bookmark: _Toc51834760][bookmark: _Toc59100586]4.X.Y	Onboarding for PNI-NPN
[bookmark: _Toc36191952][bookmark: _Toc45193042][bookmark: _Toc47592674][bookmark: _Toc51834761][bookmark: _Toc59100587]4.X.Y.1	General
This clause specifies the procedures for Onboarding UE for PNI-NPN, which include Control Plane based procedure specified in clause 4.X.Y.2 and User Plane based procedure specified in clause 4.X.Y.3. 
[bookmark: _Toc36191953][bookmark: _Toc45193043][bookmark: _Toc47592675][bookmark: _Toc51834762][bookmark: _Toc59100588]4.X.Y.2	Control Plane based procedure
In case UE has registered to PLMN, figure 4.X.Y.2-1 shows the call flows for network initiated remote provisioning of NPN credentials for PNI-NPN. 
UE
AMF
UDM
NEF
Provisioning Server
1. Naf_EventExposure_Subscribe
2. Ready to provide the NPN credential
3. Naf_EventExposure_Notify
4. Provisioning procedure

Figure 4.X.Y.2-1: procedure of network initiated remote provisioning of credentials for PNI-NPN
1. 	UDM to PS: Naf_EventExposure_Subscribe. 
UDM invokes the Naf_EventExposure_Subscribe service operation via NEF to subscribe the event of provisioning the NPN credential as specified in clause 5.2.19.2 from PS which acts as the AF in the step. 
2.	PS is ready to provide the NPN credential and trigger to perform step 3.
3.	PS to UDM: Naf_EventExposure_Notify. 
PS provides the event information of provisioning the NPN credential to UDM via NEF which has been subscribed in step 1 via Naf_EventExposure_Notify service operation as specified in clause 5.2.19.2. 
4.	Provisioning procedure is performed to provide the NPN credentials and updated subscription to UE. 
Editor's note:	Details on the Provisioning procedure to provisioning the NPN credentials to UE is FFS. 
Editor's note:	network function service involved in the above procedure need to be revised accordingly. 
Editor's note:	whether and how to verify the UE by credential provider is FFS. 
Editor's note:	whether and how to support UE initiated remote provisioning of credentials for PNI-NPN over control plane is FFS.
4.X.Y.3	User Plane based procedure
Editor's note:	whether and how to support network initiated remote provisioning of credentials for PNI-NPN over user plane is FFS.

* * * * End of changes * * * *


