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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc59095818][bookmark: _Toc51769466][bookmark: _Toc47342764][bookmark: _Toc45183922][bookmark: _Toc36188017][bookmark: _Toc27846886][bookmark: _Toc20150087]5.30.2.3	UE configuration and subscription aspects
5.30.2.3.0	General
An SNPN-enabled UE is configured with subscriber identifier (SUPI), credentials for each subscribed SNPN identified by the combination of PLMN ID and NID. If an SNPN-enabled UE is configured with an N3IWF, it is also configured with an identifier of the country where the configured N3IWF is located.
A subscriber of an SNPN is either:
-	identified by a SUPI containing a network-specific identifier that takes the form of a Network Access Identifier (NAI) using the NAI RFC 7542 [20] based user identification as defined in TS 23.003 [19] clause 28.7.2. The realm part of the NAI may include the NID of the SNPN; or
-	identified by a SUPI containing an IMSI.
An SNPN-enabled UE supports the SNPN access mode. When the UE is set to operate in SNPN access mode the UE only selects and registers with SNPNs over Uu as described in clause 5.30.2.4.
Emergency services are not supported in SNPN access mode.
NOTE 1:	Voice support with emergency services in SNPN access mode is not specified in this release.
If a UE is not set to operate in SNPN access mode, even if it is SNPN-enabled, the UE does not select and register with SNPNs. A UE not set to operate in SNPN access mode performs PLMN selection procedures as defined in clause 4.4 of TS 23.122 [17]. For a UE capable of simultaneously connecting to an SNPN and a PLMN, the setting for operation in SNPN access mode is applied only to the Uu interface for connection to the SNPN. Annex D.4 provides more details.
NOTE 2:	Details of activation and deactivation of SNPN access mode are up to UE implementation.
[bookmark: _Toc27846773][bookmark: _Toc20149974]5.30.2.3.1	SNPN selection for UEs with subscriptions/credentials of a Separate entity
To enable SNPN selection for UEs with subscriptions/credentials of a Separate entity, the UE configuration shall include the
-	User-controlled prioritized list of preferred SNPNs;
-	Separate entity controlled prioritized list of preferred SNPNs;
-	Separate entity-controlled prioritized list of Group IDs (GIDs).
The UE subscription data shall also contain the information of subscribed SNPN (s) that allow the UE to access using subscriptions/credentials of a Separate entity. The information of subscribed SNPN (s) consists of the Separate entity controlled prioritized list of preferred SNPNs and Separate entity-controlled prioritized list of GIDs.
When UE is configured to access SNPNs using an SNPN subscription when the separate entity is offering a UDM/AUSF, the Separate entity controlled prioritized list of preferred SNPNs and/or GIDs in the UE configuration can be updated using the UE Parameters Update (UPU) via UDM Control Plane Procedure as defined in TS 23.502 [3] clause 4.20 or Steering of Roaming (SoR) as defined in TS 23.122 [17] Annex C.
When UE is configured to access SNPNs using a PLMN subscription when the separate entity is offering a UDM/AUSF, the UE subscription and/or UE configuration shall also include an “SNPN-only” indication whether the UE is only allowed to access the SNPN. Together with the Operator Controlled PLMN Selector with Access Technology as defined in TS 23.122 [17] or the “SNPN-only” indication, the PLMN controlled prioritized list of preferred SNPNs and/or GIDs in the UE configuration can be updated using the UE Parameters Update (UPU) via UDM Control Plane Procedure as defined in TS 23.502 [3] clause 4.20 or Steering of Roaming (SoR) as defined in TS 23.122 [17] Annex C.
When UE is configured to access SNPNs using an SNPN subscription when the separate entity is offering an AAA server, the UE configuration for SNPN selection is statically configured. When the UDM of the SNPN supports mobility management and session management subscription information, the Separate entity controlled prioritized list of preferred SNPNs and/or GIDs in the UE configuration can be updated using the UE Parameters Update (UPU) via UDM Control Plane Procedure as defined in TS 23.502 [3] clause 4.20 or Steering of Roaming (SoR) as defined in TS 23.122 [17] Annex C.
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