SA WG2 Temporary Document

Page 2

SA WG2 Meeting #143E (e-meeting)
S2-2100779
Feb 24 – Mar 9, 2021, Elbonia

Source:
ZTE
Title:
High Level General Description of ProSe Direct Communication
Document for:
Approval
Agenda Item:
8.8.2
Work Item / Release:
5G_ProSe / Rel-17
Abstract of the contribution: This paper gives the high level general description for ProSe direct communication; and the changes apply to section 5.3.1.
1. Discussion
Give the high level general description for ProSe direct communicaiton, which are based on the KI#2 conclusions in TR 23.752.
2. Proposal
It is proposed to agree the following changes into TS 23.304.
* * * * Start of Changes * * * * 
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* * * * Next Change * * * * 

5.3
ProSe Direct Communication
5.3.1
General

ProSe direct communication over PC5 reference point is supported when the UE is "served by NR or E-UTRA" or when the UE is "not served by NR or E-UTRA". A UE is authorized to perform ProSe direct communication when it has valid authorization and configuration as specified in clause 5.1.3. ProSe direct communication supports both the cases of public safety and commercial service.
ProSe direct communication over NR based PC5 reference point supports broadcast mode, groupcast mode, and unicast mode.

For broadcast and groupcast mode ProSe communication, the following data unit types are supported: IPv4, IPv6, Ethernet, Unstructured, and Address Resolution Protocol (see RFC 826 [x]).
Editor's note:
Whether the data unit type of Address Resolution Protocol is supported needs to be coordinated with RAN WG.

For unicast mode ProSe direct communication, the following data unit types are supported: IPv4, IPv6, Ethernet, and Unstructured.
The identifiers used in the ProSe direct communication over PC5 reference point are described in clause 5.9.2.
The QoS handling and procedures for the ProSe direct communication over PC5 reference point are defined in clauses 5.7 and 6.4.
* * * * End of Changes * * * * 
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