SA WG2 Temporary Document

Page 1

SA WG2 Meeting #143E
S2-2100838
Elbonia, Feb 24 – March 09, 2021

Source:
Tencent
Title:
MBS Identifiers 
Document for:
Approval

Agenda Item:
8.9.2
Work Item / Release:
5MBS / Rel-17
Abstract: This paper proposes some MBS IDs into TS 23.247.
1. Proposal
It is proposed to document the MBS Session ID and TMGI in TS 23.247 based on the agreed chapter 8.2.2.1 in TR 23.757.
8.2.2.1
General

-
For MBS session management the following conclusions are reached as baseline for normative work:

-
The MBS session is identified throughout the 5G system transport on external interface towards AF and between AF and UE, and towards the UE with an MBS Session ID.

-
MBS Session ID may have the following types: TMGI (MBS broadcast and multicast Session), source specific IP multicast address (MBS multicast Session).

-
For MBS multicast Session, source specific IP multicast address can be assigned by 5GC or external network.

-
TMGI definition is updated for 5G MBS to be able to identify the MBS session when used for the Multicast Session Context and to identify the MBS service when used for the Multicast service context. (see Figure 8.2.2.2-1).

Editor's note:
How TMGI can identify MBS sessions/services in an SNPN and how to signal this efficiently need coordination with FS_eNPN.
-
The UE shall be able to obtain at least one MBS Session ID via MBS service announcement.

* * * * First change (all new texts)* * * *

6.4
Identifiers

6.4.1
MBS Session ID
The MBS session ID is used to identify a MBS Multicast/Broadcast Session throughout the 5G system transport on external interface towards AF and between AF and UE, and towards the UE.

MBS Session ID may have the following types: TMGI (MBS broadcast and multicast Session), source specific IP multicast address (MBS multicast Session).

The UE shall be able to obtain at least one MBS Session ID via MBS service announcement.
For MBS multicast Session, source specific IP multicast address can be assigned by 5GC or external network.

6.4.2
Temporary Mobile Group Identity

TMGI (Temporary Mobile Group Identity) is definition in TS23.003[X] and is updated for 5G MBS to be able to identify the MBS Session when used for the Multicast Session Context and to identify the MBS service when used for the multicast service context. 

Editor's note:
How TMGI can identify MBS sessions/services in an SNPN and how to signal this efficiently need coordination with FS_eNPN.
* * * * End of changes * * * *
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