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Abstract of the contribution: This contribution proposes changes to conclude the KI#7 ProSe charging support.

1. Discussion
Regarding the ProSe charging support, SA5 has provided their response in S2-2100154/S5-211423:
SA5 feedback on Q2: 
SA5 would like to inform SA2 that FS_5G_Prose_CH study has made progresses on PC5 usage information reported from UE. A set of charging information has been identified in the solution for ProSe Direct Discovery charging for Public Safety (see attached pCR S5-211377), for SA2 to take the information into account and decide on selection between CP and UP.
In the accompanying SA5 documents, two solutions were presented. The first is for the direct discovery charging:


Figure 6.1.4.x.2-1: The Converged Charging System (CTF)


Figure 6.1.4.x.2-2: The Converged Charging System (CEF)

And, anther solution for Public Safety Direct Discovery:


Figure 6.1.4.y.2-1: The Converged Charging System (CTF)


Figure 6.1.4.y.2-2: The Converged Charging System (CEF)

Therefore, it is clear that from the SA5 solutions, 5G DDNMF can be used for the charging support of ProSe Direct Discovery. 
Proposal 1: To conclude in TR 23.752 that 5G DDNMF can be used for the ProSe Direct Discovery charging support. 
Additionally, it is clear from the solution presented in Figure 6.1.4.y.2-1 and Figure 6.1.4.y.2-2 above, the UE to 5G DDNMF usage reporting can be supported using the PC3ch reference point. 
Therefore, if the 5G DDNMF already supports the UE usage information reporting as presented above, it can be also used for the ProSe Direct Communication usage reporting. 
Proposal 2: To conclude in TR 23.752 that 5G DDNMF can be used for non-Public Safety ProSe Direct Communication charging support by acting as the CTF(ADF). This can be confirmed with SA5. 


2. Text Proposal
It is proposed to consider the changes below for conclusions clause 8.3 for Key Issue #3 in TR 23.752.
>>>>Start Changes<<<<
[bookmark: _Toc50557390][bookmark: _Toc50549076][bookmark: _Toc55202384][bookmark: _Toc57210011][bookmark: _Toc57366402]8.7	Key Issue #7: Charging for PC5
For key issue#7 "Charging for PC5", it is concluded that:
-	the PCF is used to provision the UE on the PC5 usage reporting configuration, reusing the provisioning procedures defined in clause 6.2.2 of TS 23.287 [5].
-	the 5G DDNMF is used for ProSe Direct Discovery charging support, and may interact with CHF or CEF. 
-	it is feasible to use 5G DDNMF for ProSe Direct Communication and receive PC5 usage reporting from the UE via PC3ch reference point, and interact with CHF or CEF. 


>>>>End Changes<<<<
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