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Simultaneous use of the network slice
This attribute describes whether a network slice can be simultaneously used by a device UE together with other network slices and, if so, with which other classes of network slices. The attribute is comprised of a list of Service Category Parameters with the associated Simultaneous Use Class parameter value.
If no Service Category parameters are present, all UEs in the network slice are associated with the same Simultaneous Use Class.
Note: Not including this attribute in a NEST is equal to setting it to "Can be used simultaneously with any network slice".
Note: “use of a network slice” starts from the time a UE is successfully registered with a network slice.

Note:   Simultaneous use of a network slice is not associated with physical or logical isolation requirements.
Example: 
{ Service Category = Service Category 1 , Simultaneous Use Class = " Can be used simultaneously with any network slice"}
{ Service Category = Service Category 2, Simultaneous Use Class = " Cannot be used simultaneously with any another network slice"}

Editor’s note: This attribute is FFS in 3GPP Rel17.
Simultaneous Use Class
[bookmark: _Hlk51056236]This parameter defines which class of simultaneous use applies. This may be associated with a Service Category parameter. 


	Parameters
	

	Measurement unit
	NA

	Allowed Values
	· Can be used simultaneously with any network slice
· Can be used simultaneously with any network slices with same SST value but different SD values
· Can be used simultaneously with any network slice with the same SD value but different SST value
· Cannot be used simultaneously with any another network slice
· Operator defined class

	Tags
	Character attribute / Functional



	
	

	Mandatory
	

	Conditional
	

	Optional
	X
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Service Category
This parameter defines a service category which may be assigned to a UE. If present, it shall be associated with a Simultaneous Use Class parameter value.


	Parameters
	

	Measurement unit
	NA

	Allowed Values
	Any text identifying the service category

	Tags
	Character attribute / Functional



	Attribute Presence
	

	Mandatory
	

	Conditional
	

	Optional
	X
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