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Abstract of the contribution: : This contribution proposes an update to  interim conclusion on KI#3.
Discussion
SA1 sent an LS response to SA2, S1-204381, on the use case for a PLMN hosting IMS services for an SNPN. The LS response indicated that even if there is no explicit SA1 requirement, 3GPP TS 22.228,  Annex B gives various examples how an IMS provider can have a relationship with Access Network Operator as depicted in the Figure below copied from the IMS Service Requirements TS 22.228.
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Hence, IMS as a service network, can provide IMS services to any access network including an SNPN, subject to SLA. There are no restrictions imposed on any type of access network receiving IMS services from an operator independent from the access network operator. Hence the use case for any IMS operator providing  IMS services to a SNPN is implicitly supported by existing IMS specification, and no additional explicit requirements are required.
In conclusion, such a use case does not require any additional normative text beyond a description of the use case. Existing normative specification supports the use case as it was already envisioned from the outset. SLA aspects are out of scope of standardization.
Proposal

It is proposed to include the following into TR 23.700-07.
*** Start of changes ***
8
Conclusions
8.3
Key Issue #3: Support of IMS voice and emergency services for SNPN

The following principle is proposed to be part of interim conclusion for further study and normative work:
-
The use of IMC shall be possible when USIM or ISIM is not available in UEs accessing IMS via an SNPN according to Solution #21.
-
The reuse of USIM credentials for IMS AKA shall be possible when USIM is available in UEs accessing IMS via an SNPN.
-
It is recommended for normative work to support voice services with SNPN based on existing mechanisms as defined in TS 23.501 [4] clause 5.16.3. EPS fallback and T-ADS are not supported.
-
Solution #23 is recommended for normative work to support emergency services with SNPN.
-
Solution #56 is recommended for normative work to support SNPN selection for "voice centric" UEs as the result of voice domain selection.

-
Support for the scenario for IMS network, (e.g. PLMN) providing services to a UE connected in an SNPN having an interconnection SLA with the IMS network.  
NOTE: 
The documentation of this scenario will be in an informative Annex in TS 23.228.

*** End of changes ***
a.2)	Access network and the IMS it connects to, belong to different operators having an interconnection as shown in figure B.2.
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