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	Updating the NEF Discovery section to support local NEF disovery.

	
	

	Consequences if not approved:
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[bookmark: _Toc20150242][bookmark: _Toc27847050][bookmark: _Toc36188182][bookmark: _Toc45184093][bookmark: _Toc47342935][bookmark: _Toc51769637][bookmark: _Toc59095991][bookmark: _Toc20149762][bookmark: _Toc27846554][bookmark: _Toc36187679][bookmark: _Toc45183583][bookmark: _Toc47342425][bookmark: _Toc51769125][bookmark: _Toc59095475][bookmark: _Toc20149834][bookmark: _Toc27846628][bookmark: _Toc36187756][bookmark: _Toc45183660][bookmark: _Toc47342502][bookmark: _Toc51769202][bookmark: _Toc59095553][bookmark: _Toc11137165][bookmark: _Toc5026447]6.3.14	NEF Discovery
The NF consumers may utilize the NRF to discover NEF instance(s) unless NEF information is available by other means, e.g. locally configured in NF consumers. The NRF provides NF profile(s) of NEF instance(s) to the NF consumers.
NOTE:	The NEF discovery and selection procedures described in this clause are intended to be applied by NF consumers deployed within the operator's domain.
The following factors may be considered for NEF selection:
-	S-NSSAI(s).
-	Event ID(s) supported by AF (see clause 6.2.6, TS 23.288 [86] clause 6.2.2.3 and TS 23.502 [3] clause 5.2.19).
-	AF Instance ID, Application Identifier.
-	External Identifier, External Group Identifier, or domain name. 
[bookmark: _Hlk65251508]Local NEF instance(s) can be deployed close to UE access. For local NEF selection, the locality of the NEF instance (e.g. geographical location, data center) may be used. 
Editor’s Note: whether there are other parameters needed for local NEF selection by local AF is FFS
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