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Abstract of the contribution: This paper proposes updating AS/AF-based provisioning for parameters used for UE-to-Network relay scenario.
Discussion
Since AF-based service parameter provisioning for ProSe over control plane is supported, it is proposed to add the possibility to use AF-based service parameter provisioning to provide parameters for UE-to-Network relay scenarios.
Proposal

It is proposed to include the following in TS 23.304 v0.1.0
* * * Start of Changes* * * 

4.3.8
ProSe Application Server
The ProSe Application Server supports the following functionalities.

For Direct Discovery,

-
Maintains permission information for the restricted ProSe Direct Discovery using RPAUIDs;

-
Storage of ProSe Discovery UE IDs and metadata;

-
Mapping of RPAUID and PDUID for restricted ProSe Direct Discovery;

-
Provisioning parameters for Group Member Discovery to UE.

-
Interaction with 5G DDNMF for ProSe Direct Discovery, including

-
Allocation of the ProSe Restricted Code Suffix pool, if restricted Direct Discovery with application-controlled extension is used;

-
Allocation of the mask(s) for ProSe Restricted Code Suffix, if restricted Direct Discovery with application-controlled extension is used.

For ProSe Direct Communication,

-
Provisioning a path preference for ProSe Services to UDR;
-
Provisioning parameters for ProSe Direct Communication to UE.
For ProSe UE-to-Network Relay service,
-
Provisioning parameters for ProSe Relay Discovery and ProSe Relay Communication to UDR.
* * * Next changes * * *

6.2.5
AF-based service parameter provisioning for ProSe over control plane
For ProSe service parameter provisioning, the procedure defined in clause 4.15.6.7 of TS 23.502 [5] is performed with the following considerations:
-
The AF in TS 23.502 [5] is considered as ProSe Application Server in this specification.
-
Service Description indicates ProSe service domain information.

-
Service Parameters include parameters for ProSe Direct Discovery and ProSe Direct Communications. The detailed information on the parameters is described in clause 5.1.2.1 and clause 5.1.3.1.
-
Service Parameters for ProSe Relay Discovery and ProSe Relay Communications. The detailed information on the parameters is described in clause 5.1.4.1.
NOTE:
It is assumed that the ProSe service domain information is set based on the Service Level Agreement with the operator.
* * * End of changes * * *
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