SA WG2 Temporary Document

Page 1

SA WG2 Meeting #144E
S2-2102436
Elbonia, April 12 – April 16, 2021

Source:
Tencent
Title:
Support of Local MBS Service
Document for:
Approval

Agenda Item:
8.9
Work Item / Release:
5MBS / Rel-17
Abstract: This paper proposes some text proposal to support local MBS service in TS 23.247 based on TR 23.757 study and conclusion.
1. Proposal
It is proposed to add some text proposals to support local MBS service in TS 23.247.
* * * * First change* * * *

6.2
Local MBS service and Location-Dependent MBS Service
A Local MBS service is an MBS service provided in one or several MBS service area(s). An MBS service area is identified by a cell list or a tracking area list. The network shall be able to enforce the area restriction of for a UE accessing the local MBS service.  Only UEs within the MBS service area may receive content data, while UEs outside the MBS service area are not allowed to receive content. For multicast communication, UEs outside the MBS service area are not allowed to join the MBS service, and UEs moving out of the MBS service area shall be removed from the MBS service distribution list.  The UE shall be able to obtain service area information of the local MBS service via NAS signalling or via MBS service announcement.
A location dependent MBS service is a local MBS service that is provided in several MBS service areas. The location dependent MBS service enables distribution of different content data to different MBS service areas. The same MBS Session ID is used but a different area session ID is used for each location area. The area session ID is used, in combination with MBS Session ID, to uniquely identify the MBS service within the location area. The network is aware of the location-dependent content distribution for the location dependent MBS services, while UEs are only aware of the MBS service. When UEs move to a new MBS service area, content data from the new MBS service area shall be delivered to the UE, and the network ceases to deliver the content data from the old MBS service areas to the UE.

NOTE 1: An example of Location-dependent MBS service is a nationwide weather forecast service with local weather reports.

NOTE 2: Area Session ID is equivalent to Flow ID as specified in TS 23.246 [8]. 

* * * * End of changes * * * *
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