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Abstract of the contribution: Remove ProSe Layer-2 Group ID which is not used for ProSe Communication and Discovery from TS.
1. Discussion
ProSe Layer-2 Group ID is used for Groupcast Communication in TS 23.303 for LTE ProSe.

In 5G ProSe Direct Communication, ProSe Layer-2 Group ID is not used in TS 23.304; see following clauses:

5.3.3
Groupcast mode ProSe Direct Communication
5.6.1.3
Identifiers for groupcast mode V2X communication over PC5 reference point

6.4.2
Groupcast mode ProSe Direct Communication
For 5G ProSe Direct Communication, UE will determine the Destination Layer-2 ID for Groupcast Communication according to the mechanism in 5G V2X i.e. TS 23.287 as following:

When the Application Layer Group ID is provided, the UE converts the Application Layer Group ID into a Destination Layer-2 ID. When the Application Layer Group ID is not provided, the UE determines the Destination Layer-2 ID based on configuration of the mapping between ProSe service (i.e. Application ID) and Layer-2 ID.

And ProSe Layer-2 Group ID is not used in Groupcast Communication.

While in TS 23.304 ProSe Layer-2 Group ID is provisioned as one of parameters for UE, the paper is proposed to remove this ID from TS.
2. Proposal
It is proposed to agree the following changes into TS 23.304.
* * * * Start of Changes * * * * 

4.3.1
UE
Any ProSe-enabled UE may support the following functions:

-
Exchange of ProSe control information between ProSe-enabled UE and the 5G DDNMF over PC3 reference point.

-
Procedures for ProSe Direct Discovery of other ProSe-enabled UEs over PC5 reference point.

-
Procedures for ProSe Direct Communication over PC5 reference point, including Broadcast, Groupcast and Unicast mode ProSe Direct Communication.

-
Indicate 5G ProSe Policy Provisioning Request in UE Policy Container for UE triggered 5G ProSe Policy provisioning.
-
Receive the 5G ProSe Policy from 5GC over N1 reference point.
-
Configuration of parameters for ProSe Direct Discovery and ProSe Direct Communication (see clause 5.1). These parameters can be pre-configured in the UE, or, if in coverage, provisioned or updated by signalling over the N1 reference point from the PCF in the HPLMN or over PC1 reference point from the ProSe Application Server.
Editor's Note:
Which subset of parameters can be provisioned over PC1 is FFS.
-
Report the following capabilities to 5GC over the N1 reference point:

-
PC5 Capability;

Editor's Note:
Relay capabilities are FFS.
* * * * Start of Next Change * * * * 

5.1.3.1
Policy/Parameter provisioning for ProSe Direct Communication
The following sets of information for ProSe Direct Communications over PC5 reference point is provisioned to the UE:
1)
Authorization policy:
-
When the UE is "served by NG-RAN":

-
PLMNs in which the UE is authorized to perform 5G ProSe Direct Communications over PC5 reference point when "served by NG-RAN".

-
When the UE is "not served by NG-RAN":

-
Indicates whether the UE is authorized to perform ProSe Direct Communications over PC5 reference point when "not served by NG-RAN".
NOTE 1:
In this specification, {When the UE is "served by NG-RAN"} and {When the UE is "not served by NG-RAN"} are relevant to ProSe Direct Communications over NR PC5 reference point.
2)
Groupcast mode ProSe Direct Communication policy/parameters:

-
For each application layer group supported include the parameters that enable the UE to perform Groupcast mode ProSe Direct Communication when provisioned from PCF or pre-configured in the ME or configured in the UICC:
-
Application Layer Group ID: Identifies an application layer group that the UE belongs to.


-
ProSe Group IP multicast address

-
Indication whether the UE should use IPv4 or IPv6 for that group

-
For a specific Group configured to operate using IPv4, optionally an IPv4 address to be used by the UE as a source address. If none is provisioned, then the UE shall use Dynamic Configuration of IPv4 Link-Local Addresses RFC 3927 [18] to obtain a link local address for the Group.

-
Include group security related content for Groupcast mode ProSe Direct Communication.

NOTE 2:
More details on the necessary security aspect will be defined in SA3 specifications.
NOTE 3:
Groupcast mode ProSe Direct Communication parameters can be provided from ProSe Application Server to the UE.
* * * * End of Changes * * * * 
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