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Abstract: Addition of the control plane protocol stack for Layer-2 UE-to-Network Relay.
1. Introduction/Discussion
This contribution adds the control plane protocol stack for Layer-2 UE-to-Network Relay to TS 23.304.
2. Text Proposal
[bookmark: _Toc519004414]It is proposed to capture the following changes vs. TS 23.304.
[bookmark: _Toc45012615][bookmark: _Toc51754041][bookmark: _Toc51754175][bookmark: _Toc51839002][bookmark: _Toc60323333]* * * * First change * * * *
[bookmark: _Toc66692656][bookmark: _Toc66701835]6.1.1.7.2	Layer-2 UE-to-Network Relay
Figure 6.1.1.7.2-1 illustrates the protocol stack of the NAS connection for the Remote UE for NAS-MM and NAS-SM. The NAS messages are transparently transferred between the Remote UE and NG-RAN over the Layer 2 UE-to-Network Relay UE using:
-	PDCP end-to-end connection between the Remote UE and NG-RAN, where the role of the UE-to-Network Relay UE is to relay the PDUs over the signalling radio bear without any modifications and using the functionality of the adaptation layer as specified in TS 38.XXX.
-	Connection between NG-RAN and AMF over N2.
-	Connection between AMF and SMF over N11.


Figure 6.1.1.7.2-1: Control Plane for L2 UE-to-Network Relay

* * * * End of changes * * * *
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