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Abstract of the contribution: This contribution adds identifiers for Layer-3 UE-to-Network Relay establishment.
Discussion
This paper more focus on identifiers for Layer-3 UE-to-Network Relay establishment based on the conclusion of KI#3 of TR 23.752 v2.0.0.
Proposal

It is proposed to include the following changes in TS 23.304.
* * * * Start of the 1st Change * * * * 

5.9.3
Identifiers for ProSe UE-to-Network Relay

5.9.3.x
Identifiers for Layer-3 UE-to-Network Relay establishment
UE-to-Network Relay sends the Remote User ID and Remote UE info to 5GC for identifying the Remote UE and PDU session associated with relay as described in clause 6.5.
-
Remote User ID: an identity of the Remote UE user which is used by 5GC to identify the Remote UE. It is provided by Remote UE to ProSe UE-to-Network Relay as the User Info during one-to-one communication establishment procedure for relay.
-
Remote UE info: it is used to assist identifying the Remote UE in the 5GC. If the PDU session type of the PDU session for relay is:
-
IP PDU Session Type, the Remote UE info is Remote UE IP info;
-
Ethernet PDU Session Type, the Remote UE info is Remote UE MAC address which is detected by the UE-to-Network Relay;
-
Unstructured PDU Session Type, the Remote UE info contains the PDU session ID.
* * * * End of Changes * * * * 
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