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	According to conclusions in study phase, remote provisioning of UE via user plane are supported when ON is PLMN. 

Endorsed paper (S2-2101086) in last meeting has described the general pricinples on functionality of restricted PDU Session for remote provisioning of UE via User Plane in SNPN cases.

However the scenario where Onboarding network is PLMN are still not implemented in normative work.
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5.30.2.X.4.3	User Plane Remote Provisioning of UEs when Onboarding Network is a PLMN
In case Onboarding Services are provided via PLMN using a PDU Session for remote provisioning of UEs, the subscription of UE shall contain the DNN(s) and/or S-NSSAI(s) for Onboarding Service. The UE requests the Onboarding Services in the PDU session establishment request by providing the DNN and/or S-NSSAI for Onboarding Service. The AMF selects an SMF used for Onboarding Services using the SMF discovery and selection functionality as described in clause 6.3.2. 
When a UPF is selected for Onboarding Services, the UPF selection function described in clause 6.3.3 for normal services is applied considering the DNN used for Onboarding. 
The SMF store the Provisioning Server address(es) used for Onboarding and send it to UE via PCO during PDU Session establishment procedure. In case there are multiple Provisioning Servers and each of them provide credentials corresponding to different SO-SNPN, the SMF shall identify the Provisioning Server address to be sent to the UE according to the received DNN and/or S-NSSAI. 
The UE should release the PDU session once credential is successfully received. The SMF may store Expiration of timer for remote provisioning. Once the Expiration of timer expired, SMF release the PDU Session.
* * * * End of changes * * * *


