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	Reason for change:
	In the RAN3 LS (S2-2102093), it states:
“when perform SRVCC from 4G to 3G, if the UE was earlier handed over from 5G and having the PS bearer (no voice) from 5G, eNB would perform SRVCC with two Iu connections (Iu-CS and Iu-PS) and informs the target RNC. But the Forward Relocation Request message may never be sent to the target node due to the QoS flow established in 5G does not contain Transaction Identifier (TI) and this TI is mandatory in the Forward Relocation Request message. This causes the SRVCC delay and in the worst case could even cause failure.”
To avoid the aboved issue, it proposes the MME may send the indicaiton to eNB in the E-RAB eatablishement related procedure, to indicate whether this bearer can be handed over to GERAN/UTRAN.

	
	

	Summary of change:
	Adding new clause, During E-RAB setup related procedure, the MME may send the indication in S1AP whether the bearer can be handed over to GERAN/UTRAN.

	
	

	Consequences if not approved:
	It may cause the SRVCC failure, if the RNC can not receives the Forward relocation for the PS HO.
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4.11.0a.X	E-RAB setup
During E-RAB setup related procedure, the MME may send the indication in S1AP whether the bearer can be handed over to GERAN/UTRAN according to whether the PDN connection supporting 5GS interworking and operator’s policy.
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