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	Reason for change:
	The PVS address is needed to the UE when SNPN UE for remote provisioning is via user plane. But there are several methods in the study phase on how the UE get the PVS address. But multiple options in the signalling method to provide the UE PVS address are not valid because it cause more complexity.
It proposes the PVS address can be configured in the UE, or provides by SMF via PCO during PDU session establishment.  

	
	

	Summary of change:
	Adding a new clause, the UE can be pre-configured with PVS address data, or provided by SMF via PCO during PDU session establishement.

	
	

	Consequences if not approved:
	How the UE get the PVS address data is unclear.
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[bookmark: _Toc493487903]FIRST CHANGE

[bookmark: _Hlk65644913][bookmark: _Hlk65644154]5.30.2.X.2.Y	PVS address data Provisionning
Provisioning Server (PVS) address is needed to the SNPN UE for remote provisioning via user plane. The PVS address data may be either:
-	pre-configured in the SNPN UE, or
-	provides by SMF via PCO at PDU Session Establishment which is used for SNPN UE remote provisioning.
[bookmark: _GoBack]SMF selected for SNPN remote provisioning via user plane shall locate in the onboarding network. The SMF check the Onboarding Configuration Data to retrieve the PVS address data and send the PVS address data to UE in PCO during PDU session establishment.
The PVS address data may be IP addresses or FQDN.
NOTE 1:	In this release, only PCO option is supported to provide the PVS address to UE via signalling.
NOTE 2:	The PVS address data can be part of SLA between onboarding network and SO-SNPN. The exposure of PVS address data is not supported in this release.
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