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Abstract of the contribution: This PCR is to add new clause 6.9.1 “MBS UE Context” to TS 23.247.
1. Proposal

It is proposed to agree the following new clause to 3GPP TS 23.247.
*****************************************Start of Change**********************************************
6.9.1
MBS UE Context
The MBS UE Context is used in Multicast MBS session and contains UE-specific information related to a particular Multicast MBS session that the UE has joined. The MBS UE context may also contain the association between MBS session and PDU session of UE associated with the MBS session.

An MBS UE Context is created in the UE, NG-RAN, MB-AMF, MB-SMF and SMF when the UE joins an MBS session.
The content of the MBS UE Context is described in Table 6.9.1-1.

Table 6.9.1-1: MBS UE Context

	Parameter
	Description
	UE
	NG-RAN
	AMF
	SMF
	MB-SMF
	？

	MBS session ID
	Identifying an MBS session that the UE has joined.
	
	
	
	
	
	

	> SSM
	source specific IP multicast address
	X
	X
	X
	X
	X
	

	> TMGI

	Temporary Mobile Group Identity allocated to the MBMS bearer.
	X
	X
	X
	X
	X
	

	UE identity
	
	
	
	
	
	
	

	> SUPI
	
	X
	(1)
	X
	X
	X
	

	MB-SMF in Use
	The MB-SMF which used
	
	X
	
	X
	
	

	TAI
	The Tracking Area Identity
	
	
	(2)
	
	
	

	PDU session ID
	UE PDU session associated with MBS session
	X
	X
	
	X
	
	

	(1)
In the NG-RAN, the NGAP UE ID is used to identify the UE.
(2)
TAI is available within the MM Context of the UE.


*******************************************End of Change**********************************************
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