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1. Overall Description:
S2-2101595 provides answers to the LS from CT3 on the input parameters of the LCS subscription request from an AF via NEF. In the paper, it is stated:
Q3:	If the answer to Q1 is no, then how these parameters are derived by the NEF? Should these parameters only be stored and derived by the GMLC? In this case, this would mean that these parameters should be removed from the list of possible input parameters to be provided by the NEF in the Ngmlc_Location_ProvideLocation request.

[bookmark: _Hlk64964221]ANSWER:   The parameter "External Client Type" may be provisioned in the NEF or GMLC per AF. It is used for privacy authorization in GMLC (23.273 6.1.2) or NEF (23.273 6.5.1). 
If provisioned in the NEF, when AF sends location request to NEF, based on the AF ID, NEF derive the “External (LCS) Client Type” and includ it in Ngmlc_Location_ProvideLocation request.
If not provisioned in NEF, NEF simply forwards the location request message from AF to the GMLC.
SA2 will continue to work the issue whether it is NEF or GMLC to determine the “External (LCS) Client Type”, in case the location request is sent by AF via N33 interface. It is expected SA2 will define a single solution.

The highlight texts has been further discussed by SA2 and conclusion is as follows:
When AF requests location to the NEF, NEF derives the LCS client type of the AF and provides to the GMLC in the same PLMN. In case of roaming, HPLMN GMLC will also provide the LCS client type of the AF to the V-GMLC. 

The LCS client type of the AF is a mandatory parameter for GMLC, If the GMLC does not receive it from NEF, GMLC will reply an error indication to NEF.


2. Actions:
To CT3 group
ACTION: 	SA2 asks CT3 group to take into account the above information for future work.
Guidance – Provide clear information on what the other groups must do, and by when

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #145E		May 17 – May 28, 2021			Elbonia


