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Abstract of the contribution: This contribution presents the text for Identifiers for Layer-2 UE-to-Network Relay in 3GPP TS 23.304 Clause 5.9.3.2.
1. Background 
According to the conclusions for KI#3 (UE-to-Network Relay). This pCR presents the text proposal for Identifiers for Layer-2 UE-to-Network Relay.   
2. Text Proposal

It is proposed to update the following text in the TS 23.304.   
*** First change ***
 5.9.3
Identifiers for ProSe UE-to-Network Relay
Editor's note:
This clause will document the IDs for prose direct communication on top of the IDs in the TS 23.303 [3] clause 4.6.4. This clause will base on the KI#3 conclusion of TR 23.752 [21].

5.9.3.2 Identifiers for Layer-2 UE-to-Network Relay 
The following parameters may be used in the Relay Discovery message:

-
Layer-2 Relay Service Code: the Layer-2 Relay Service Code is used to identify the security parameters needed by the Remote UE to process the Relay Discovery message as specified in TS 33.303 [29].

-
ProSe Layer-2 Relay UE ID: link layer identifier that is used for direct communication and is associated with a Layer-2 Relay Service Code.
-
User Info ID: including Announcer Info, Discoverer Info, Target Info, Discoveree Info as defined in TS 23.303.
*** End of the change ***
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