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[bookmark: _Toc517103956][bookmark: _Hlk524620323][bookmark: _Toc517103917]* * * Start of Changes * * * *
[bookmark: _Toc68062273][bookmark: _Toc20204433][bookmark: _Toc27895132][bookmark: _Toc36192229][bookmark: _Toc45193342][bookmark: _Toc47592974][bookmark: _Toc51835061][bookmark: _Toc59100887]5.2.3.2	Nudm_UECM (UECM) service
[bookmark: _Toc68062274]5.2.3.2.1	Nudm_UECM_Registration service operation
Service operation name: Nudm_UECM_Registration
Description: Register UE's serving NF (if NF Type is AMF, SMSF, or NWDAF) or Session's serving NF (if NF Type is SMF) on the UDM. This operation implies the following:
-	The authorization, if applicable, to register the NF service consumer in UDM for the UE (e.g. based on UE roaming/RAT restrictions applicable when NF type is AMF). If this is successful, the NF service consumer is set as a serving NF for the corresponding UE/Session context.
-	When the consumer is AMF or SMF, it is implicitly subscribed to be notified when it is deregistered in UDM. This notification is done by means of Nudm_UECM_DeregistrationNotification operation.
-	When the consumer is AMF or SMF, it may optionally use this operation to subscribe to be notified of the need for P-CSCF Restoration. This notification is done by means of Nudm_UECM_PCscfRestoration operation. For more information regarding P-CSCF restoration procedures see TS 23.380 [38].
Inputs, Required: NF ID, SUPI, NF Type, Access Type (if NF Type is AMF, SMSF), RAT Type (if NF Type is AMF), PDU Session ID (if NF Type is SMF), Analytics ID(s) (if NF Type is NWDAF). If NF Type is SMF: DNN or Indication of Emergency Services, S-NSSAI, SMF+PGW-C FQDN for S5/S8 if the PDU Session supports EPS interworking, Serving PLMN ID. If NF type is AMF and Access Type is 3GPP access: Registration type. If NF type is SMSF: SMSF MAP address and/or Diameter address, Serving PLMN ID.
Inputs, Optional: PEI (conditional, condition stated below), P-CSCF Restoration notification information, GUAMI, NID (e.g. if NF Type is AMF; see clause 5.18 of TS 23.501 [2]), backup AMF(s) (if NF Type is AMF), "Homogeneous Support of IMS Voice over PS Sessions" indication (if NF Type is AMF), UE SRVCC capability (if NF Type is AMF), indication that access is from ePDG (shall be sent if NF Type is SMF and PDU Session is setup via S2b), VGMLC ID (if NF type is AMF and information is available in AMF). Backup AMF(s) sent only once by the AMF to the UDM in its first interaction with the UDM, indication of no event exposure subscription information available (if NF Type is AMF). PCF ID selected for the PDN connection/PDU Session (If NF type is SMF).
Outputs, Required: Result indication.
Outputs, Optional: None.
If the PEI was retrieved by the AMF (either from the UE or another AMF), AMF shall provide it to the UDM using Nudm_UECM_Registration in order to ensure that the UDM always has the latest PEI available e.g. for reporting event Change of SUPI-PEI association.
See step 14a of clause 4.2.2.2.2 for an example usage of this service operation.
[bookmark: _Hlk69716473]
[bookmark: _Toc68062276]* * * Next Change * * * *

5.2.3.2.3	Nudm_UECM_Deregistration service operation
Service operation name: Nudm_UECM_Deregistration.
Description: The NF consumer requests the UDM to delete the information related to the NF in the UE context. When the consumer is AMF, this implies that the subscriptions to be notified when the NF is deregistered in UDM (i.e. Nudm_UECM_DeregistrationNotification) are also removed.
Inputs, Required: SUPI, NF type, Access Type, PDU Session Id (if NF Type is SMF), Analytics ID(s) (if NF Type is NWDAF).
-	Access Type is included only when the NF type indicates AMF or SMSF.
Inputs, Optional: None.
Outputs, Required: Result Indication.
Outputs, Optional: None.
[bookmark: _Toc68062277]
* * * Next Change * * * *

5.2.3.2.4	Nudm_UECM_Get service operation
Service operation name: Nudm_UECM_Get.
Description: The NF consumer requests the UDM to get the NF ID or SMS address of the NF serving the UE.
Inputs, Required: UE ID, NF Type.
Inputs, Optional: Access Type, Analytics ID(s) (if NF Type is NWDAF).
-	Access Type is included when the NF type indicates SMSF.
Outputs, Required: NF ID or SMS address of the NF corresponding to the NF type requested by NF consumer. If the NF Type requested by NF consumer is AMF, the Access Type corresponding to the AMF is also included. Analytics ID(s), if NF Type is NWDAF.
Outputs, Optional: SUPI or GPSI or both.
[bookmark: _Toc68062278]
* * * Next Change * * * *

5.2.3.2.5	Nudm_UECM_Update service operation
Service operation name: Nudm_UECM_Update.
Description: Consumer updates some UE related information (e.g. UE capabilities, Intersystem continuity context, SMF+PGW-C FQDN for S5/S8 interface, Analytics ID(s) in case of NWDAF).
Inputs, Required: NF ID, SUPI, NF type, UE context information.
Inputs, Optional: "Homogeneous Support of IMS Voice over PS Sessions" indication (if NF Type is AMF), SMF+PGW-C FQDN for S5/S8 interface (if NF Type is SMF).
Outputs, Required: Result Indication.
Outputs, Optional: None.
* * * End of Changes * * * *
