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FIRST CHANGE
[bookmark: _Toc66365992]6.2A	Procedure for ML Model Provisioning
[bookmark: _Toc66365993]6.2A.0	General
This clause presents the procedure for the ML Model provisioning.
The procedure for ML model provisioning is limited to a single vendor environment in this release of the specification.
Editor´s Note: Whether/how support for hierarchy of MTLF is provided is FFS. 
Editor´s Note: Whether/how ML model consumer NWDAF (i.e, AnLF) can negotiate the ML model update is FFS.
Editor's note:	It is FFS to define the ML model request procedure.
NEXT CHANGE
6.2A.X	ML Model request
The procedure in Figure 6.2A.X-1 is used by an NWDAF service consumer, i.e., an NWDAF (AnLF) to request and get from another NWDAF, i.e., an NWDAF containing MTLF ML model information, using Nnwdaf_MLModelInfo Services as defined in clause 7.Y. The ML model information is used by an NWDAF containing AnLF to derive analytics. An NWDAF (e.g., an NWDAF (MTLF+AnLF)) can be at the same time a consumer of this service provided by other NWDAF(s) and a provider of this service to other NWDAF(s).
NWDAF 
Service Consumer
NWDAF containing
MTLF
1. Nnwdaf_MLModelInfo_Request
2. Nnwdaf_MLModelInfo_Request response

Figure 6.2A.X-1: ML model Request
1.	The NWDAF service consumer (i.e., an NWDAF (AnLF)) requests a (set of) ML Model(s) associated with a (set of) Analytics ID(s) by invoking Nnwdaf_MLMoldelInfo_Request service operation. The parameters that can be provided by the Analytics Logical Function are listed in clause 6.2A.2.
[bookmark: _Hlk65601915]When a request to an ML model information for the Analytics is received, the NWDAF containing MTLF may:
-	determine whether an existing trained ML Model can be used for the subscription; or
-	determine whether triggering further training for an existing trained ML models is needed for the subscription; or
-	determine to generate an initial ML model for the subscription.
In case the NWDAF containing MTLF generates an initial ML Model or determines that further training is needed, this NWDAF may initiate data collection from NFs, DCCF, or OAM as described in clause 6.2, required for the training of the ML model. 
2.	The NWDAF containing MTLF responds with the ML model information (containing the address of the ML model file) to the NWDAF service consumer by invoking Nnwdaf_MLModelInfo_Request response service operation. The content of ML model information that can be provided by the NWDAF containing MTLF is specified in clause 6.2A.2.
NEXT CHANGE
[bookmark: _Toc66366078][bookmark: _Toc58920936]7.1	General
Table 7.1-1 illustrates the NWDAF Services.
Table 7.1-1: NF services provided by NWDAF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnwdaf_AnalyticsSubscription
	Subscribe
	Subscribe / Notify
	PCF, NSSF, AMF, SMF, NEF, AF, OAM, CEF

	
	Unsubscribe
	
	PCF, NSSF, AMF, SMF, NEF, AF, OAM, CEF

	
	Notify
	
	PCF, NSSF, AMF, SMF, NEF, AF, OAM, CEF

	
	Transfer
	Request / Response
	NWDAF

	Nnwdaf_AnalyticsInfo
	Request
	Request / Response
	PCF, NSSF, AMF, SMF, NEF, AF, OAM, CEF

	
	Transfer
	Request / Response
	NWDAF

	Nnwdaf_DataManagement
	Subscribe
	Subscribe / Notify
	NWDAF, DCCF, MFAF

	
	Notify
	
	NWDAF, DCCF, MFAF

	
	Fetch
	Request / Response
	NWDAF, DCCF, MFAF

	Nnwdaf_MLModelProvision
	Subscribe
	Subscribe / Notify
	NWDAF

	
	Unsubscribe
	
	NWDAF

	
	Notify
	
	NWDAF

	Nnwdaf_MLModelInfo
	Request
	Request / Response
	NWDAF

	NOTE 1:	How OAM consumes Nnwdaf services and which Analytics information is relevant is defined in TS 28.550 [7] Annex H. and out of the scope of this TS.
NOTE 2:	How CEF consumes Nnwdaf services and which Analytics information is relevant is defined in TS 28.201 [21] and out of the scope of this TS.
NOTE 3:	The Nnwdaf_MLModelProvision service and the Nnwdaf_MLModelInfo service are provided by an NWDAF containing MTLF and consumed by an NWDAF (i.e. NWDAF (AnLF), NWDAF (MTLF) or NWDAF (AnLF+MTLF)).



Editor's note:	It is FFS to define the Nnwdaf_MLModelInfo service i.e. a request-response mode to request the ML Model.

Table 7.1-2 shows the analytics information provided by NWDAF service.
Table 7.1-2: Analytics information provided by NWDAF
	Analytics Information
	Request Description
	Response Description

	Slice Load level information
	Analytics ID: load level information
	Load level of a Network Slice Instance reported either as notification of crossing of a given threshold or as periodic notification (if no threshold is provided).

	Observed Service experience information
	Analytics ID: Service Experience
	Observed Service experience statistics or predictions may be provided for a Network Slice or an Application. They may be derived from an individual UE, a group of UEs or any UE. For slice service experience, they may be derived from an Application, a set of Applications or all Applications on the Network Slice.

	NF Load information
	Analytics ID: NF load information
	Load statistics or predictions information for specific NF(s).

	Network Performance information
	Analytics ID: Network Performance
	Statistics or predictions on the load in an Area of Interest; in addition, statistics or predictions on the number of UEs that are located in that Area of Interest.

	UE mobility information
	Analytics ID: UE Mobility
	Statistics or predictions on UE mobility.

	UE Communication information
	Analytics ID: UE Communication
	Statistics or predictions on UE communication.

	Expected UE behavioural parameters
	Analytics ID: UE Mobility and/or UE Communication
	Analytics on UE Mobility and/or UE Communication.

	UE Abnormal behaviour information
	Analytics ID: Abnormal behaviour
	List of observed or expected exceptions, with Exception ID, Exception Level and other information, depending on the observed or expected exceptions.

	User Data Congestion information
	Analytics ID: User Data Congestion
	Statistics or predictions on the user data congestion for transfer over the user plane, for transfer over the control plane, or for both.

	QoS Sustainability
	Analytics ID: QoS Sustainability
	For statistics, the information on the location and the time for the QoS change and the threshold(s) that were crossed; or, for predictions, the information on the location and the time when a potential QoS change may occur and what threshold(s) may be crossed.

	Session Management Congestion Control Experience
	Analytics ID: Session Management Congestion Control Experience
	Statistics on session management congestion control experience for specific DNN and/or S-NSSAI.

	Redundant Transmission Experience
	Analytics ID: Redundant Transmission Experience
	Statistics or predictions aimed at supporting redundant transmission decisions for URLLC services

	WLAN performance
	Analytics ID: WLAN performance
	Statistics or predictions on WLAN performance of UE.



NEXT CHANGE
7.Y	Nnwdaf_MLModelInfo service
[bookmark: _Toc58920937]7.Y.1	General
Service description: this service enables the consumer to request and get from NWDAF  ML model information.
[bookmark: _Toc58920938]7.Y.2	Nnwdaf_MLModelInfo_Request service operation
Service operation name: Nnwdaf_MLModelInfo_Request.
Description: The consumer requests NWDAF ML model information.
Inputs, Required: (Set of) Analytics ID(s) defined in Table 7.1-2.
Inputs, Optional: Analytics Filter information to indicate the conditions to be fulfilled for reporting Analytics Information, and Target of Analytics Reporting to indicate the object(s) for which ML model for the analytics is requested, entities such as specific UEs, a group of UE(s) or any UE (i.e. all UEs).
Outputs, Required: Set of the tuple (Analytics ID, address (e.g. URL or FQDN) of Model file).
Outputs, Optional: None.
END OF CHANGES


