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****************** START CHANGE ***************
[bookmark: _Toc19171846][bookmark: _Toc27844131][bookmark: _Toc36134289][bookmark: _Toc45175972][bookmark: _Toc51762002][bookmark: _Toc51762487][bookmark: _Toc51762970][bookmark: _Toc59093182][bookmark: _Toc511127070][bookmark: _Toc511461872]5.15.11.1	Maximum number of UEs per network slice admission control
The NSACF controls (i.e. increase or decrease) the current number of UEs registered for a network slice so that it does not exceed the maximum number of UEs allowed to register with that network slice. The NSACF also maintains a list of UE IDs registered with a network slice that is subject to NSAC. When the current number of UEs registered with a network slice is to be increased, the NSACF first checks whether the UE Identity is already in the list of UEs registered with that network slice and if not, it checks whether the maximum number of UEs per network slice for that network slice has already been reached.
The AMF triggers a request to NSACF for maximum number of UEs per network slice admission control when the UE's registration status for a network slice subject to NSAC may change, i.e. during the UE Registration procedure in clause 4.2.2.2.2 in TS 23.502 [3], UE Deregistration procedure in clause 4.2.2.3 in TS 23.502 [3], Network Slice-Specific Authentication and Authorisation procedure in clause 4.2.9.2 in TS 23.502 [3], AAA Server triggered Network Slice-Specific Re-authentication and Re-authorization procedure in clause 4.2.9.3 in TS 23.502 [3], and AAA Server triggered Slice-Specific Authorization Revocation in clause 4.2.9.4 in TS 23.502 [3].
The NSACF may trigger a notification to AMF to control the request to NSACF is sent before or after the S-NSSAI is sent to the UE in the Allowed NSSAI.
In the roaming case, the AMF triggers a request to NSACF in the serving PLMN to perform network slice admission control. The NSACF in the home PLMN is not involved.
****************** END CHANGES ***************

