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* * * * Start of Change * * * * 
[bookmark: _Toc58920559][bookmark: _Toc67999019]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
5G enhanced positioning area: see TS 22.261 [3]. 
5G positioning service area: see TS 22.261 [3]. 
LCS Client: entity that interacts with GMLC for the purpose of obtaining location information for one or more UEs. The LCS Client may reside in the UE.
For the purposes of the present document, the following terms and definitions given in TS 23.271 [4] apply:
Call Related: see TS 23.271 [4].
Codeword: see TS 23.271 [4].
Current Location: see TS 23.271 [4].
Deferred location request: see TS 23.271 [4].
Immediate location request: see TS 23.271 [4].
Last Known Location: see TS 23.271 [4].
LCS (LoCation Services): see TS 23.271 [4].
Local Co-ordinates: see TS 23.032 [8].
Local Location: location determined by Local Co-ordinate(s).
Location Estimate: see TS 23.271 [4].
Pseudonym: see TS 23.271 [4].
Pseudonym mediation device: Functionality that verifies pseudonyms to verinyms.
Requestor: see TS 23.271 [4].
Requestor Identity: see TS 23.271 [4].
Response Method: for LCS Client using the OMA MLP protocol. Detail see TS 23.271 [4].
Target UE: see TS 23.271 [4].
Velocity: see TS 23.271 [4].
Verinym: see TS 23.271 [4].
* * * * End of Changes * * * * 

