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Abstract of the contribution: The pCR is proposed to resolve the following Editor’s Note and update clauses 4.3.1 and 5.1.1.
Editor's Note:
Which subset of parameters can be provisioned over PC1 is FFS.
1. Discussion
There is an Editor’s Note in clause 4.3.1:

Editor's Note:
Which subset of parameters can be provisioned over PC1 is FFS.
The CR is proposed to resolve the Editor’s Note and update clauses 4.3.1.
A. In TR 23.752, Sol#17 is selected as normative work for KI#8; and in Sol #17, following clarification is given:

“The ProSe Application Server can provide parameters as described in clause 6.17.2.3 except 1) and 8) and clause 6.17.2.4 except 1) and 6) for ProSe Direct Discovery and ProSe Direct Communication to UDR and these may be used by PCF for the Policy/Parameter Provisioning.”

It is proposed to update clause 5.1.1 to reflect the clarification.
B. In clause 4.3.1, the following state is modifed to speicify the information is used for ProSe Direct Discovery.

“Exchange of ProSe control information between ProSe-enabled UE and the 5G DDNMF over PC3 reference point.”

2. Proposal
It is proposed to agree the following changes into TS 23.304.
* * * * Start of Changes * * * * 

4.3.1
UE
Any ProSe-enabled UE may support the following functions:

-
Exchange of information for ProSe Direct Discovery between ProSe-enabled UE and the 5G DDNMF over PC3 reference point.

-
Procedures for ProSe Direct Discovery of other ProSe-enabled UEs over PC5 reference point.

-
Procedures for ProSe Direct Communication over PC5 reference point, including Broadcast, Groupcast and Unicast mode ProSe Direct Communication.

-
Indicate 5G ProSe Policy Provisioning Request in UE Policy Container for UE triggered 5G ProSe Policy provisioning.
-
Receive the 5G ProSe Policy from 5GC over N1 reference point.
-
Configuration of parameters for ProSe Direct Discovery and ProSe Direct Communication (e.g., including IP addresses, ProSe Layer-2 Group IDs, see clause 5.1). These parameters can be pre-configured in the UE, or, if in coverage, provisioned or updated by signalling over the N1 reference point from the PCF in the HPLMN or over PC1 reference point from the ProSe Application Server.

-
Report the following capabilities to 5GC over the N1 reference point:

-
PC5 Capability;

Editor's Note:
Relay capabilities are FFS.
* * * * End of Changes * * * * 
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