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	Reason for change:
	GMLC is the business logic controller of the LCS services. AMF “event exposure service” can also provide the “latest cell info” to GMLC. Usage of AMF “event exposure service” can help in the following cases:
1. if the CI method can meet the LCS request's QoS requirements. GMLC can use the serving cell information for the CI method directly to save signaling and processing. Otherwise, the LCS request would be forwarded to LMF through AMF, causing unnecessary signaling and processing efforts.
2. When the GMLC has forwarded an LCS request to the AMFand the requests to AMF times out, if the last known position is allowed in the request, the GMLC can use the CI method as a fallback to avoid having to send a negative response to its client.
3. With GMLC as consumer of Namf_EventExposure service, it can know the serving cell of the UE without UDM query.
In this paper, it is proposed that GMLC can also use the AMF event exposure service to retrieve the UE latest serving cell ID when needed
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The following table shows the AMF Services and AMF Service Operations.
Table 5.2.2.1-1: List of AMF Services
	Service Name
	Service Operations
	Operation
Semantic
	Known Consumer(s)

	Namf_Communication
	UEContextTransfer
	Request/ Response
	Peer AMF

	
	CreateUEContext
	Request/ Response
	Peer AMF

	
	RelocateUEContext
	Request/ Response
	Peer AMF

	
	ReleaseUEContext
	Request/ Response
	Peer AMF

	
	RegistrationStatusUpdate
	Request/ Response
	Peer AMF

	
	N1MessageNotify
	Subscribe / Notify
	PCF, LMF, Peer AMF

	
	N1N2MessageSubscribe
	
	PCF

	
	N1N2MessageUnSubscribe
	
	PCF

	
	N1N2MessageTransfer
	Request/ Response
	SMF, SMSF, PCF, LMF

	
	N1N2TransferFailureNotification
	Subscribe / Notify
	SMF, SMSF, PCF, LMF

	
	N2InfoSubscribe
	Subscribe / Notify
	NOTE 1

	
	N2InfoUnSubscribe
	
	NOTE 1

	
	N2InfoNotify
	
	AMF, LMF

	
	EBIAssignment
	Request/Response
	SMF

	
	AMFStatusChangeSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeUnSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeNotify
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	NonUeN2MessageTransfer
	Request/Response
	Peer AMF, CBCF, PWS-IWF, LMF

	
	NonUeN2InfoSubscribe
	Subscribe / Notify
	CBCF, PWS-IWF

	
	NonUeN2InfoUnSubscribe
	
	CBCF, PWS-IWF

	
	NonUeN2InfoNotify
	
	CBCF, PWS-IWF, LMF

	Namf_EventExposure
	Subscribe
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF, LMF, GMLC

	
	Unsubscribe
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF, LMF, GMLC

	
	Notify
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF, LMF, GMLC

	Namf_MT
	EnableUEReachability
	Request/Response
	SMSF, SMF

	
	ProvideDomainSelectionInfo
	Request/Response
	UDM

	Namf_Location
	ProvidePositioningInfo
	Request/Response
	GMLC

	
	EventNotify
	Subscribe / Notify
	GMLC

	
	ProvideLocationInfo
	Request/Response
	UDM

	
	CancelLocation
	Request/Response
	GMLC

	NOTE 1:	In this Release of the specification no known consumer is identified to use this service operation.
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