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	Reason for change:
	According to the spec TS 23.503 and related discussions in the SA2 meetings, the UPF shall not directly report satellite backhaul to the SMF, instead, the UPF can just report the network instance with long latency to the SMF according to stage 3 spec TS 29.244. So here we propose to update the text to let the UPF report network instances associated with the GTP-U peer if it detects the GTP-U path has long transmission delay.

	
	

	Summary of change:
	1. clarifying the UPF reports network instances associated with the GTP-U peer.
2. clarifying the SMF determines satellite backhaul categories based on the the reported network instances and the configuration.
3. clarifying the cases of gNBs with hybrid satellite backhauls or satellite backhaul involving inter-satellite links are out of the scope of this release
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[bookmark: _Toc11145258]* * * First change * * * 
[bookmark: _Toc20204647][bookmark: _Toc27895354][bookmark: _Toc36192457]5.8.2.15	Reporting of Network Instances using satellite backhaul to SMF
If the UPF is aware that a satellite backhaul network instance with long delay (e.g. satellite backhaul) is used towards 5G AN, the UPF may report this the network instance information to SMF as part of the N4 Node level procedures as described in TS 23.502 [3], clause 4.4.3.
NOTE 1:	Based on the report from the UPF, a SMF configured with the mapping between network instances and satellite backhaul categories can determine the satellite backhaul category in use based on the Network Instance associated to the PDU Session.
NOTE 2:	The cases of gNBs with hybrid backhauls (e.g., with hybrid satellite backhauls, or with a terrestrial backhaul and a satellite backhaul) or a satellite backhaul involving inter-satellite link are out of the scope of this release.
* * * End of changes * * * 

