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* * * 1st Change * * * 
[bookmark: _Toc67999599][bookmark: _Toc68001555]6.4.3	Output Analytics
The NWDAF services as defined in the clause 7.2 and 7.3 are used to expose the analytics.
-	Service Experience statistics information is defined in Table 6.4.3-1.
-	Service Experience predictions information is defined in Table 6.4.3-2.
Table 6.4.3-1: Service Experience statistics
	Information
	Description

	S-NSSAI
	Identifies the Network Slice for which analytics information is provided.

	Slice instance service experiences (0…max)
	List of observed service experience information for each Network Slice instance.

	S-NSSAI
	Identifies the Network Slice for which analytics information is provided.

	> NSI ID
	Identifies the Network Slice instance within the Network Slice (optional).

	> Network Slice instance service experience
	Service experience across Applications on a Network Slice instance over the Analytics target period (average, variance).

	> SUPI list (0..SUPImax)
	List of SUPI(s) for each slice instance service experience.(optional)

	> Ratio
	Estimated percentage of UEs with similar service experience (in the group, or among all UEs).(optional)

	> Spatial validity
	Area where the Network Slice service experience analytics applies.

	> Validity period
	Validity period for the Network Slice service experience analytics as defined in clause 6.1.3.

	Application service experiences (0..max)
	List of observed service experience information for each Application.

	> S-NSSAI
	Identifies the Network Slice of the Application.

	> Application ID
	Identification of the Application.

	> Service Experience
	Service Experience over the Analytics target period (average, variance).

	> SUPI list (0..SUPImax)
	List of SUPI(s) for each application service experience.(optional)

	> Ratio
	Estimated percentage of UEs with similar service experience (in the group, or among all UEs).(optional)

	> Spatial validity
	Area where the Application service experience analytics applies.

	> Validity period
	Validity period for the Application service experience analytics as defined in clause 6.1.3.



Table 6.4.3-2: Service Experience predictions
	Information
	Description

	S-NSSAI
	Identifies the Network Slice for which analytics information is provided.

	Network Slice instance service experiences (0…max)
	List of observed service experience information for each Network Slice instance.

	> S-NSSAI
	Identifies the Network Slice.

	> NSI ID
	Identifies the Network Slice instance within the Network Slice.

	> Network Slice instance service experience
	Service experience across Applications on a Network Slice instance over the Analytics target period (average, variance).

	> SUPI list (0..SUPImax)
	List of SUPI(s) registered in the slice and for which the for each slice instance service experience applies. (optional) 

	> Ratio
	Estimated percentage of UEs with similar service experience (in the group, or among all UEs).(optional)

	> Spatial validity
	Area where the Network Slice service experience analytics applies.

	> Validity period
	Validity period for the Network Slice service experience analytics as defined in clause 6.1.3.

	> Probability assertion
	Confidence of this prediction.

	Application service experiences (0..max)
	List of predicted service experience information for each Application.

	> S-NSSAI
	Identifies the Network Slice of the Application.

	> Application ID
	Identification of the Application.

	> Service Experience
	Service Experience over the Analytics target period (average, variance).

	> SUPI list (0..SUPImax)
	List of SUPI(s) consuming for each and for which the application service experience applies.(optional)

	> Ratio
	Estimated percentage of UEs with similar service experience (in the group, or among all UEs). (optional)

	> Spatial validity
	Area where the Application service experience analytics applies.

	> Validity period
	Validity period for the Application service experience analytics as defined in clause 6.1.3.

	> Probability assertion
	Confidence of this prediction.



NOTE 1:	The NSI ID is an optional parameter, if not provided If multiple Network Slice instances are not deployed for the S-NSSAI or NSI IDs are not available, only one Network Slice instance service experience entry is provided. In that case, the NSI ID is not provided and the Network Slice instance service experience indicates the service experience for the S-NSSAI.
NOTE 2:	The SUPI list and Ratio in the service experience information for an application can be omitted, if the corresponding parameter(s) is/are provided and with the same value(s) in the service experience information for the slice instance which the application belongs to.
The number of Service Experiences and SUPIs are limited respectively by the maximum number of objects and the Maximum number of SUPIs provided as part of Analytics Reporting Information by the NWDAF Service Consumer.
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* * *End of Changes * * * 

