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****************** START CHANGE ***************
[bookmark: _Toc19177373][bookmark: _Toc27845110][bookmark: _Toc36186309][bookmark: _Toc45180240][bookmark: _Toc51765359][bookmark: _Toc51765833][bookmark: _Toc59094256][bookmark: _Toc20149741][bookmark: _Toc27846532][bookmark: _Toc36187656][bookmark: _Toc45183560][bookmark: _Toc47342402][bookmark: _Toc51769100][bookmark: _Toc68015423]5.4.4.1	UE radio capability information storage in the AMF
The UE Radio Capability information contains information on RATs that the UE supports (e.g. power class, frequency bands, etc). Consequently, this information can be sufficiently large that it is undesirable to send it across the radio interface at every transition of UE CM state in the AMF from CM‑IDLE to CM‑CONNECTED. To avoid this radio overhead, the AMF shall store the UE Capability information during CM‑IDLE state for the UE and RM-REGISTERED state for the UE and the AMF shall if it is available, send its most up to date UE Radio Capability information to the RAN in the N2 REQUEST message, i.e. INITIAL CONTEXT SETUP REQUEST or UE RADIO CAPABILITY CHECK REQUEST.
The AMF deletes the UE radio capability when the UE RM state in the AMF transitions to RM-DEREGISTERED or when UE performs Registration Request procedure with the Registration type set to Initial Registration, or when UE performs the first Registration Request with Registration type set to Mobility Registration Update after E-UTRA/EPC Attach.
The UE Radio Capability is maintained in the core network, even during AMF reselection.
If the UE's NG-RAN UE Radio Capability information changes while in CM-IDLE state, the UE shall perform the Registration procedure with the Registration type set to Mobility Registration Update indicating "UE Radio Capability Update". When the AMF receives Mobility Registration Update Request with "UE Radio Capability Update", it shall delete any UE Radio Capability information that it has stored for the UE.
If the trigger to change the UE's NG-RAN UE Radio Capability information happens when the UE is in CM-CONNECTED state, the UE shall first enter CM-IDLE state and then perform the Registration procedure with the Registration type set to Mobility Registration Update indicating "UE Radio Capability Update".
The RAN stores the UE Radio Capability information, received in the N2 message or obtained from the UE, for the duration of the UE staying in RRC connected or RRC Inactive state.
If the AMF sends N2 REQUEST (i.e. INITIAL CONTEXT SETUP REQUEST or UE RADIO CAPABILITY CHECK REQUEST) message to NG-RAN without UE Radio Capability information in that message and there is no UE Radio Capability information available in RAN, this triggers the RAN to request the UE Radio Capability from the UE and to upload it to the AMF in the N2 UE RADIO CAPABILITY INFO INDICATION message.
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