SA WG2 Temporary Document

Page 1

SA WG2 Meeting #145E
S2-2103948





S2-19xxxxx

May 17 – 28, 2021, E-Meeting  
Source:
Ericsson 
Title:
Update [5.3.1] Reference Point to Resolve EN
Document for:
Approval

Agenda Item:
8.9
Work Item / Release:
5MBS/Rel-17
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Discussion
In clause 5.3.1 “Reference Point”, there is an Editor’s note:

Editor's note:
Whether N6mb and Nmb5 are with the same functionalities or not is FFS.

As per TR 21.905 “Vocabulary for 3GPP Specifications”, reference point is defined as below:
Reference point: A conceptual point at the conjunction of two non-overlapping functional groups (source: ITU-T I.112).
N6mb is the reference point between MB-UPF and the AF/AS, and Nmb5 is the reference point between MB-UPF and the MBSTF. Protocol wise, two transport options are offered in N6mb and Nmb5 reference points: either direct IP multicast or a unicast tunnel (MB2-U). However, it is not relevant with the reference point definition in clause 5.3.1. As the AF/AS and the MBSTF are different network functions/entities, two separate reference points need to be defined.

[Proposal]: Remove this Editor’s note.
Proposal

It is proposed to update TS 23.247 v0.2.0 as follows:
* * * Start of change* * * 
5.3.1
Reference point

The 5MBS System Architecture contains the following new reference points:
N3mb:
Reference point between the (R)AN and the MB-UPF.
N4mb:
Reference point between the MB-SMF and the MB-UPF.

N6mb:
Reference point between the MB-UPF and the AF/AS.

N7mb:
Reference point between the MB-SMF and the PCF.
N11mb:
Reference point between the AMF and the MB-SMF.

N16mb:
Reference point between the SMF and the MB-SMF.

N19mb:
Reference Point between the UPF and the MB-UPF.

N29mb:
Reference point between the MB-SMF and the NEF.

Nmb1:
Reference point between the MB-SMF and the MBSF.

Nmb2:
Reference point between the MBSF and the MBSTF.

Nmb3:
Reference point between the MBSF and the NEF.

Nmb4:
Reference point between the MBSTF and the AF.

Nmb5:
Reference point between the MB-UPF and the MBSTF.

Nmb6:
Reference point between the MBSF and the AF.

Nmb7:
Reference point between the MBSF and the PCF

Editor's note:
The Nmb7 reference point is FFS.

The 5MBS System Architecture reuses the existing reference points of N1, N2, N10, N11, and N33 with enhancement to support 5G MBS.

* * * End of changes * * * 
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