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FIRST CHANGE
[bookmark: _Toc68015368][bookmark: _Toc20149686][bookmark: _Toc27846477][bookmark: _Toc36187601][bookmark: _Toc45183505][bookmark: _Toc47342347][bookmark: _Toc51769045][bookmark: _Toc59095395][bookmark: _Toc19197303][bookmark: _Toc27896456][bookmark: _Toc36192624][bookmark: _Toc37076355][bookmark: _Toc45194801][bookmark: _Toc47594213][bookmark: _Toc51836844][bookmark: _Toc59101278][bookmark: _Toc11141092][bookmark: _Toc20203974][bookmark: _Toc20203973][bookmark: _Toc27894658][bookmark: _Toc20150076][bookmark: _Toc27846875][bookmark: _Toc20150069][bookmark: _Toc27846868]4.4.8.3	Architecture for support of Time Sensitive Communication and/or Architecture for Time Synchronization
This clause describes the architecture to support Time Sensitive Communication and/or time synchronization services (see Figure 4.4.8.3-1). The Time Sensitive Communication and Time Synchronization time sensitive communication related features that are supported based on AF request are described in clause 5.27.1. 
[bookmark: _GoBack]As shown in Figure 4.4.8.3-1, to support Time Synchronization service based on IEEE Std 802.1AS [104] or IEEE Std 1588-2019 [126] for Ethernet or IP type PDU Sessions, the DS-TT, NW-TT and NEF are required in order to support the features in IEEE Std 802.1AS [104] or IEEE Std 1588-2019 [126] as described in clause 5.27. The NEF exposes 5GS capability to support Time Synchronization service as described in clause 5.27.1.48. 
For scenarios when the AF requests for delay critical QoS and TSCAI parameters only, the DS-TT, NW-TT and NEF may not be present.

 Figure 4.4.8.3-1: Architecture for AF requested support of Time Sensitive Communication Architecture for Time Synchronization 
Editor's note:	The architecture for AF requested support of Time Sensitive Communication and/or Time Synchronization is FFS.
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