[bookmark: _Toc68001516]3GPP TSG-WG SA2 Meeting #145E e-meeting 	S2-2104076
Elbonia, May 17 – May 28, 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.288
	CR
	0346
	rev
	-
	Current version:
	17.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Correlation of information between AMF and UPF 

	
	

	Source to WG:
	Spirent

	Source to TSG:
	SA2

	
	

	Work item code:
	eNA_Ph2
	
	Date:
	 2021-04-05

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	[bookmark: _Hlk55138113]Reason for change:
	Correlation of UE information provided by AMF and UPF

	
	

	Summary of change:
	Adding to table 6.2.4-1 correlation information between AMF and UPF. Location entry/exit information is provided by AMF enabling NWDAF to correlate UPF provided data to UE location entry/exit information. Timestamp and UE IDs can enable the correlation.   

	
	

	Consequences if not approved:
	How to coordinate information provided by AMF and UPF for a given UE will not be described.  

	
	

	Clauses affected:
	6.2.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




6.2.4	Correlation between network data and service data
The Correlation information in each NF input data which helps NWDAF correlate data from different NFs is defined in Table 6.2.4-1, which is subject to all the network data analytics.
NOTE:	For simplicity, the correlation information is not listed in the input data per network data analytics.
Table 6.2.4-1: Correlation Information
	Correlation Information
	Description

	Timestamp, IP address 5-tuple
	To correlate the data from AF and from UPF.

	Timestamp, AN Tunnel Info (Clause 9.3.2.2, TS 38.413 [16])
	To correlate the UPF data and OAM data which are reported by the RAN (e.g. Reference Signal Received Power or Reference Signal Received Quality as defined in Table 6.4.2-3).

	Timestamp, UE IP address
	To correlate the data from UPF and SMF.

	Timestamp, SUPI, UE IP address
	To correlate the data from UPF and AMF

	Timestamp, SUPI
	To correlate data from SMF and AMF.

	Timestamp, SUPI, DNN, S-NSSAI or UE IP address
	To correlate data from SMF and PCF.

	Timestamp, RAN UE NGAP ID
(Clause 9.3.3.2, TS 38.413 [16]) and Global RAN Node ID
	To correlate the AMF data and OAM data reported by the RAN (e.g. Reference Signal Received Power or Reference Signal Received Quality as defined in Table 6.4.2-3).

	Timestamp, Application ID, IP filter information
	To correlate data from SMF and AF.



