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[bookmark: _Toc51836872][bookmark: _Toc59101306][bookmark: _Hlk67855322][bookmark: _Hlk62067397]---------------------------------------First Change------------------------------------------------
6.2.1.x	Slice specific policy control information 
The slice specific policy control information includes the Remaining Data rate per S-NSSAI, which stored in the UDR as Data Set "Policy Data" and Data Subset “Remaining Data Rate”. It contains either Remaining Uplink Maximum UL data rate per S-NSSAI or Remaining Maximum DL data rate per S-NSSAI or both.
If the S-NSSAI is subject of slice specific bandwidth restrictions the Remaining Data rate per S-NSSAI is stored in the UDR.
The monitoring and enforcement of the Maximum Data rate per S-NSSAI by the PCF is defined in clause 6.2.1.y.
---------------------------------------Next Change------------------------------------------------
6.2.1.y	Monitoring the Total Bandwidth per S-NSSAI 
6.2.1.y.1	General 
The PCF supports monitoring and enforcement of the Total Bandwidth per S-NSSAI. 
The PCF may receive slice specific policy control information per S-NSSAI from the UDR, i.e. the remaining data rate per S-NSSAI.
6.2.1.y.2	Monitoring the Total Bandwidth per slice using the MBR per PDU session in that slice
For the purpose of slice specific bandwidth monitoring control, the PCF shall at the establishment of a Session Management Policy association, for an S-NSSAI subject of slice bandwidth control, deduct the value of the Authorized Session-AMBR allocated to the PDU session to the remaining data rate for that S-NSSAI and store it in the UDR.
At the time one or more PCC Rules are installed or activated in the SMF, the PCF requests, for PCC Rules including a GBR value. Reporting “Successful resource allocation” with the corresponding Policy Control Request Trigger, and when the SMF reports that the resources are successfully allocated the PCF shall deduct the value of the MBR allocated to each SDF template to the remaining data rate for that S-NSSAI and store it in the UDR.
At the time a change of Authorized Session-AMBR occurs, a PCC Rule is removed or modified, the PCF shall update the remaining data rate for that S-NSSAI in the UDR.
If the remaining data rate for that S-NSSAI reaches a threshold that indicates that is closer to zero, the PCF may apply a policy decision (e.g. terminate the Session Management Policy association or change Session-AMBR value according to the Slice Data Rate analytic information from NWDAF or update PCC Rule(s)) and interact with the SMF accordingly.
At the time the Session Management Policy Association, for an S-NSSAI subject of slice bandwidth control, is terminated, the PCF shall update the remaining data rate for that S-NSSAI in the UDR.
NOTE 1:	If NWDAF is deployed, the PCF may use analytics on monitoring and enforcement of the Total Bandwidth per S-NSSAI from NWDAF (see TS 23.288 [24]) to adjust and meet the limitation of datarate. 

---------------------------------------End of Changes---------------------------------------------

