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[bookmark: _Toc532891782]
*** Start of the 1st change ***
[bookmark: _Toc68062245]5.2.2.2.11	Namf_Communication_CreateUEContext service operation
Service operation name: Namf_Communication_CreateUEContext
Description: This service operation is used by a source AMF to create the UE context in a target AMF during handover procedures.
Input, Required: 5G-GUTI, UE context of the identified UE. As described in Table 5.2.2.2.2-1, the UE context may include the SUPI, DRX parameters, AM policy information, UE Radio Capability ID, PCF ID, UE network capability, used N1 security context information, event subscriptions by other consumer NF and the list of SM PDU Session IDs along with the SMF handling the PDU Session, N2 information including source to target RAN transparent container, Endpoint information of S-AMF to receive N2 information notification about handover complete.
Input, Optional: allocated EBI information, PCF ID, MS Classmark 2, STN-SR, C MSISDN, the Supported Codec IE, NWDAFs IDs (i.e. Instance ID or Set ID) with their Subscription Correlation IDs, NWDAF identifier (i.e. Instance ID  or Set ID) Analytics IDs and Analytics specific data (i.e. Analytics IDs, Analytics Filter Information, Target of Analytics reporting, Analytics Reporting Info) and Analytics specific data as defined in Table 5.2.2.2.2-1.
Output, Required: Cause, N2 information including Target to Source transparent container, N2 SM information (PDU Sessions failed to be setup list and the N3 DL forwarding information), handle for the UE context created, PCF ID.
Output, Optional: None.

*** End of the 1st change ***
