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*************** Start of changes ***************

[bookmark: _Toc19090134]4.2.2.2.X	Registration with Onboarding SNPN
This clause specifies how a UE can register to ON-SNPN for provisioning the UE with SO-SNPN credentials to enable SO-SNPN access.
The Registration procedure for onboarding SNPN shall be supported as specified in clause 4.2.2.2.2 with the following changes to the steps in the call flow represented in Figure 4.2.2.2.2-1: 
1. UE to (R)AN:  AN parameters shall include Onboarding indication if the UE is accessing 5GS for Onboarding.  The registration type SNPN Onboarding indicates that the UE wants to perform SNPN Onboarding Registration (i.e., allows the UE to access an ON-SNPN for the purpose of provisioning the UE with SO-SNPN credentials). For SNPN Onboarding Registration, an Onboarding SUCI shall be included derived from the Onboarding SUPI, as described in TS 23.501 [2] clause 5.30.2.x.2.6. When the UE is performing SNPN Onboarding Registration, the UE shall not include a Requested NSSAI.
2.	Based on the onboarding indication in step 1, the RAN selects an AMF as described in TS 23.501 [2] clause 6.3.5.
3.	(R)AN to AMF: The N2 message contains the Registration Request as described in Step 1. 
4-7.	 Skipped.
8.	 When the AMF receives a NAS Registration Request with the 5GS Registration Type set to SNPN Onboarding, the AMF selects an AUSF as described in TS 23.501 [2] clause 6.3.4.
9.	 The authentication is performed as described in TS 33.501 [15]. For Onboarding registration, the AUSF in ON-SNPN does not select a UDM. Once the authentication is completed, the AUSF provides relevant security related information to the AMF.
NOTE: See TS 33.501 [15] for details of the authentication procedure.
10-20.	 Skipped.
21.	AMF to UE: The AMF sends a Registration Accept message to the UE indicating that the Registration Request for Onboarding SNPN has been accepted.
21b.	Skipped.
22.	UE to AMF: The UE sends a Registration Complete message to the AMF.
23-25.	Skipped.
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