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* * * Start of Change (all new text) * * *

4.15.3.2.x
Information flow for Packet Delay Status (measurement)
The procedure is used if AF requests the UL/DL packet delay measurement between UE and PSA UPF for a specific QoS Flow. 
Cancelling is done by sending Nnef_EventExposure_Unsubscribe request identifying the subscription to cancel with Subscription Correlation ID. 
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Figure 4.15.3.2.x: Information flow for Packet Delay Status (measurement)
1.
AF interacts with NEF to subscribe monitoring Packet Delay Status for a specific QoS Flow. In order to speicify the QoS Flow, it incudes UE IP address, UE MAC address, AF-Service-Ientifier, a combination of DNN and S-NSSAI or QoS Flow detection information (e.g. Traffic Description Information) in the Nnef_EventExposure_Subscribe request.
2-3.
The NEF sends Nbsf_Management_Discovery request to the BSF for discovering the (PSA) UPF maintaining the QoS Flow. The BSF sends Nbsf_Management_Discovery response including UPF ID and UPF address. 

4-5.
The NEF sends the Nupf_EventExposure_Subscribe request to the UPF serving the QoS Flow. The UPF start to monitor the QoS Flow for Packet Delay Status as described in clause 5.33.3 in 23.501 [2].

The UPF acknowledges the execution by sending Nupf_EventExposure_Subscribe response.

6.
The NEF acknowledges the execution of Nnef_EventExposure_Subscribe to the requester that initiated the request.
7.
The UPF detects the event occurs and sends the event report, by means of Nupf_EventExposure_Notify message to associated notification endpoint of the NEF.
8.
The NEF sends Nnef_EventExposure_Notify message to AF.

* * * Second Change (all new text) * * *

5.2.x
UPF Services

5.2.x.1
General

The following table shows the UPF Services and Service Operations:

Table 5.2.x.1-1: NF Services provided by the UPF

	Service Name
	Service Operations
	Operation

Semantics
	Example Consumer(s)

	Nnef_EventExposure
	Subscribe
	Subscribe/Notify
	NEF

	
	Unsubscribe
	
	NEF

	
	Notify
	
	NEF


5.2.x.2
Nupf_EventExposure service
5.2.x.2.1
General

See clause 4.15.3.2.x.

5.2.x.2.2
Nupf_EventExposure_Subscribe operation

Service operation name: Nupf_EventExposure_Subscribe
Description: the consumer subscribes to receive an event, or if the event is already defined in UPF, then the subscription is updated.

Inputs, Required: (Set of) Event ID(s) as specified in clause 4.15.3.1, Target of Event Reporting defined in clause 5.2.6.2.2, Event Reporting Information defined in Table 4.15.1-1, Notification Target Address (+ Notification Correlation ID).

Inputs, Optional: Event Filter, (set of) Application Identifier(s), Subscription Correlation ID (in the case of modification of the event subscription), Expiry time.

Outputs, Required: When the subscription is accepted: Subscription Correlation ID, Expiry time (required if the subscription can be expired based on the operator's policy).
Outputs, Optional: First corresponding event report is included, if available (see clause 4.15.1).
5.2.x.2.3
Nupf_EventExposure_Unsubscribe service operation

Service operation name: Nupf_EventExposure_Unsubscribe
Description: the NF consumer deletes an event if already defined in UPF.

Inputs, Required: Subscription Correlation ID.

Outputs, Required: None.

5.2.x.2.4
Nupf_EventExposure_Notify service operation

Service operation name: Nupf_EventExposure_Notify
Description: UPF reports the event to the consumer that has previously subscribed.

Inputs, Required: Event ID, Notification Correlation Information, time stamp.

Inputs, Optional: Event information (defined on a per Event ID basis).

Outputs, Required: Operation execution result indication.
* * * End of Changes * * *
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4.Nupf_EventExposure_Subscribe/Unsubscribe Request (Event Exposure Service Subscription Parameters)



