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FIRST CHANGE (ALL NEW TEXT)
[bookmark: _Toc68001476]
6.2.8.2.4.w	NWDAF data request using IP address (for both AF in trusted domain and AF in untrusted domain)  
[bookmark: _Hlk67503598]When the NWDAF needs to provide analytics related to UEs for which the NWDAF determines that data collection from the UEs is necessary, the NWDAF may perform the mapping between the UE identities and the related IP addresses, as described in figure 6.2.8.2.4.w-1. The procedure applies to both AF in trusted domain and AF in untrusted domain.
NOTE:	Deployment where NAT is deployed on N6 interface is not specified in Rel-17.



Figure 6.2.8.2.4.w-1.: NWDAF data request using IP address
0. NWDAF determines that data collection from a UE is required.
1.	The NWDAF finds the SMF serving the PDU session(s) for this SUPI using Nudm_UECM_Get_Request including SUPI, type of requested information set to SMF Registration Info and the S-NSSAI and DNN, as defined in clause 5.3.2.5.7 in TS 29.503 [x]. 
2. The UDM provides the SMF id and the corresponding PDU Session id, S-NSSAI, DNN using Nudm_UECM_Get_Response to the NWDAF. 
3. The NWDAF sends Nsmf_EvenExposure_Subscribe to the SMF identified in step 2, including the Target for Event Reporting set to the PDU Session id(s) provided in step 2 and the Event ID set to IP address/prefix allocation/change. 
4.	The SMF provides the allocated IPv4 address or IPv6 prefix or both per PDU Session id to the NWDAF.
5-7.	The NWDAF subscribes to AF event exposure service using the UE IP address. AF collects UE data that includes the UE IP address, and notifies collected data to NWDAF.
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