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Figure 4.2.4-1 depicts the 5G System roaming architecture with local breakout with service-based interfaces within the Control Plane.




Figure 4.2.4-1: Roaming 5G System architecture- local breakout scenario in service-based interface representation
NOTE 1:	In the LBO architecture. The PCF in the VPLMN may interact with the AF in order to generate PCC Rules for services delivered via the VPLMN. The PCF in the VPLMN uses locally configured policies according to the roaming agreement with the HPLMN operator as input for PCC Rule generation. The PCF in VPLMN has no access to subscriber policy information from the HPLMN.
NOTE 2:	An SCP can be used for indirect communication between NFs and NF services within the VPLMN, within the HPLMN, or in within both VPLMN and HPLMN. For simplicity, the SCP is not shown in the roaming architecture.
Figure 4.2.4-3 depicts the 5G System roaming architecture in the case of home routed scenario with service-based interfaces within the Control Plane.




Figure 4.2.4-3: Roaming 5G System architecture - home routed scenario in service-based interface representation
NOTE 3:	An SCP can be used for indirect communication between NFs and NF services within the VPLMN, within the HPLMN, or in within both VPLMN and HPLMN. For simplicity, the SCP is not shown in the roaming architecture.
NOTE 4:	UPFs in the home routed scenario can be used also to support the IPUPS functionality (see clause 5.8.2.14).
Figure 4.2.4-4 depicts 5G System roaming architecture in the case of local break out scenario using the reference point representation.



Figure 4.2.4-4: Roaming 5G System architecture - local breakout scenario in reference point representation
NOTE 5:	The NRF is not depicted in reference point architecture figures. Refer to Figure 4.2.4-7 for details on NRF and NF interfaces.
NOTE 6:	For the sake of clarity, SEPPs are not depicted in the roaming reference point architecture figures.
The following figure 4.2.4-6 depicts the 5G System roaming architecture in the case of home routed scenario using the reference point representation.



Figure 4.2.4-6: Roaming 5G System architecture - Home routed scenario in reference point representation
For the roaming scenarios described above each PLMN implements proxy functionality to secure interconnection and hide topology on the inter-PLMN interfaces.


Figure 4.2.4-7: NRF Roaming architecture in reference point representation
NOTE 7:	For the sake of clarity, SEPPs on both sides of PLMN borders are not depicted in figure 4.2.4-7.
Figure 4.2.4-8: Void
Operators can deploy UPFs supporting the Inter PLMN UP Security (IPUPS) functionality at the border of their network to protect their network from invalid inter PLMN N9 traffic in home routed roaming scenarios. The UPFs supporting the IPUPS functionality in VPLMN and HPLMN are controlled by the V-SMF and the H-SMF of that PDU Session respectively. A UPF supporting the IPUPS functionality terminates GTP-U N9 tunnels. The SMF can activate the IPUPS functionality together with other UP functionality in the same UPF, or insert a separate UPF for the IPUPS functionality in the UP path (which e.g. may be dedicated to be used for IPUPS functionality). Figure 4.2.4-9 depicts the home routed roaming architecture where a UPF is inserted in the UP path for the IPUPS functionality. Figure 4.2.4-3 depicts the home routed roaming architecture where the two UPFs perform the IPUPS functionality and other UP functionality for the PDU Session.
NOTE 8:	Operators are not prohibited from deploying the IPUPS functionality as a separate Network Function from the UPF, acting as a transparent proxy which can transparently read N4 and N9 interfaces. However, such deployment option is not specified and needs to take at least into account very long lasting PDU Sessions with infrequent traffic and Inter-PLMN handover.
The IPUPS functionality is specified in clause 5.8.2.14 and TS 33.501 [29].




Figure 4.2.4-9: Roaming 5G System architecture - home routed roaming scenario in service-based interface representation employing UPF dedicated to IPUPS

* * * * Second change * * * *
[bookmark: _Toc68015629][bookmark: _Toc20149923][bookmark: _Toc27846722][bookmark: _Toc36187853][bookmark: _Toc45183757][bookmark: _Toc47342599][bookmark: _Toc51769300][bookmark: _Toc59095652]5.15.6	Network Slicing Support for Roaming
For roaming scenarios:
-	If the UE only uses standard S-NSSAI values, then the same S-NSSAI values can be used in VPLMN as in the HPLMN.
-	If the VPLMN and HPLMN have an SLA to support non-standard S-NSSAI values in the VPLMN, the NSSF of the VPLMN maps the Subscribed S-NSSAIs values to the respective S-NSSAI values to be used in the VPLMN. The S-NSSAI values to be used in the VPLMN are determined by the NSSF of the VPLMN based on the SLA. The NSSF of the VPLMN need not inform the HPLMN of which values are used in the VPLMN.
	Depending on operator's policy and the configuration in the AMF, the AMF may decide the S-NSSAI values to be used in the VPLMN and the mapping to the Subscribed S-NSSAIs.
-	The UE constructs Requested NSSAI and provides the mapping of S-NSSAIs of the Requested NSSAI to HPLMN S-NSSAIs if the mapping is stored in the UE, as described in clause 5.15.5.2.1.
-	The NSSF in the VPLMN determines the Allowed NSSAI without interacting with the HPLMN.
-	The Allowed NSSAI in the Registration Accept includes S-NSSAI values used in the VPLMN. The mapping information described above is also provided to the UE with the Allowed NSSAI as described in clause 5.15.4.
-	If the S-NSSAI values are subject to NSAC, depending on operator's policy, a roaming agreement or an SLA between VPLMN and HPLMN, the AMF or SMF in VPLMN triggers a request for network slice admission control for these S-NSSAI values as described in clause 5.15.11.x.
-	In PDU Session Establishment procedure, the UE includes both:
(a)	the S-NSSAI that matches the application (that is triggering the PDU Session Request) within the NSSP in the URSP rules or within the UE Local Configuration as defined in clause 6.1.2.2.1 of TS 23.503 [45]; the value of this S NSSAI is used in the HPLMN; and
(b)	an S-NSSAI belonging to the Allowed NSSAI that maps to (a) using the mapping of the Allowed NSSAI to HPLMN S-NSSAIs; the value of this S-NSSAI is used in the VPLMN.
	For the home routed case, the V-SMF sends the PDU Session Establishment Request message to the H-SMF along with the S-NSSAI with the value used in the HPLMN (a).
-	When a PDU Session is established, the CN provides to the AN the S-NSSAI with the value from the VPLMN corresponding to this PDU Session, as described in clause 5.15.5.3.
-	The Network Slice instance specific network functions in the VPLMN are selected by the VPLMN by using the S-NSSAI with the value used in the VPLMN and querying an NRF that has either been pre-configured, or provided by the NSSF in the VPLMN. The Network Slice specific functions of the HPLMN (if applicable) are selected by the VPLMN by using the related S-NSSAI with the value used in the HPLMN via the support from an appropriate NRF in the HPLMN, identified as specified in clause 4.17.5 of TS 23.502 [3] and, for SMF in clause 4.3.2.2.3.3 of TS 23.502 [3].
* * * * Third change * * * *
5.15.11.x	Network Slice Admission Control for Roaming
In the case of roaming, depending on operator's policy, a roaming agreement or an SLA between VPLMN and HPLMN, NSAC for roaming UEs can be performed by both the VPLMN and the HPLMN.
A NSACF in the VPLMN is configured by both the HPLMN and the VPLMN with the maximum number of roaming UEs per network slice which are allowed to be served by each network slice that is subject to NSAC. The NSACF in the VPLMN performs NSAC for both the S-NSSAI in the VPLMN and the corresponding mapped S-NSSAI in the HPLMN.
For NSAC of roaming UEs managed by the VPLMN, 
a NSACF in the VPLMN is configured with the maximum number of PDU Sessions per network slice in LBO mode which are allowed to be served by each network slice that is subject to NSAC.
In the home-routed roaming case, a NSACF in the HPLMN is configured with the maximum number of PDU Sessions per network slice and a NSACF in the VPLMN is configured with the maximum number of PDU Sessions per network slice in home-routed mode which are allowed to be served by each network slice that is subject to NSAC. Both NSACFs in the VPLMN and the HPLMN perform NSAC, the NSACF in the VPLMN performs NSAC for the S-NSSAI in the VPLMN, the NSACF in the HPLMN performs NSAC for the corresponding mapped S-NSSAI in the HPLMN.

For the maximum number of UEs per network slice admission control, the AMF triggers a request to a NSACF in the serving PLMN to perform network slice admission control as described in clause 5.15.11.1. The NSACF in the HPLMN is not involved.
In the home-routed roaming case, for the maximum number of PDU sessions per network slice admission control, the V-SMF triggers a request to a V-NSACF in the VPLMN and in addition, the H-SMF triggers a request to a H-NSACF in the HPLMN to perform maximum number of PDU sessions admission control as described in clause 5.15.11.2. 

* * * * End of changes * * * *
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