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1. Introduction

[bookmark: _Hlk68613189]Requirements
From TR 23,757 key issue 4 conclusions:
-	The MB-SMF obtains QoS information and configures the MB-UPF accordingly.
-	If dynamic PCC is used, the MB-SMF obtains QoS information for MBS session in policy rules provided by the PCF, for MBS session QoS determination. The QoS information includes QoS parameters for 5GC Shared MBS traffic delivery method.
-	The MB-SMF may obtain MBS QoS information from the AF via the NEF/MBSF and PCF.

Existing PCF services
From TS 23.502:
5.2.5.4	Npcf_SMPolicyControl service
5.2.5.4.1	General
Service description: NF Service Consumer, e.g. SMF can create and manage a SM Policy Association in the PCF through which the NF Service Consumer receives policy information for a PDU Session.
As part of this service, the PCF may provide the NF Service Consumer, e.g. SMF with policy information about the PDU Session that may contain:
-	PDU Session related policy information as defined in clause 6.4 of TS 23.503 [20].
-	PCC rule information as defined in clause 6.3 of TS 23.503 [20].
-	Policy Control Request Trigger information i.e. a set of Policy Request Trigger(s) as defined in clause 6.1.3.5 of TS 23.503 [20]. When a Policy Control Request Trigger condition is met the NF Service Consumer, e.g. SMF shall contact the PCF and provide information on the Policy Control Request Trigger condition that has been met.
At PDU Session establishment the NF Service Consumer, e.g. SMF requests the creation of a corresponding SM Policy Association with the PCF (Npcf_SMPolicyControl_Create) and provides relevant parameters about the PDU Session to the PCF.
-	When the PCF has created the "SM Policy Association, the PCF may provide policy information as defined above.
When a Policy Control Request Trigger condition is met the NF Service Consumer, e.g. SMF requests the update(Npcf_SMPolicyControl_Update) of the SM Policy Association by providing information on the condition(s) that have been met. The PCF may provide updated policy information to the NF Service Consumer.
The PCF may at any time provide updated policy information (Npcf_SMPolicyControl_UpdateNotify).
At PDU Session Release the NF Service Consumer, e.g. SMF requests the deletion of the corresponding SM Policy Association.
5.2.5.4.2	Npcf_SMPolicyControl_Create service operation
Service operation name: Npcf_SMPolicyControl_Create.
Description: The NF Service Consumer can request the creation of a SM Policy Association and provide relevant parameters about the PDU Session to the PCF.
Inputs, Required: SUPI (or PEI in the case of emergency PDU Session without SUPI), PDU Session id, DNN, S-NSSAI and RAT Type.
Inputs, Optional: Information provided by the SMF as defined in clause 6.2.1.2 of TS 23.503 [20], such as Access Type, the IPv4 address and/or IPv6 prefix, PEI, GPSI, User Location Information, UE Time Zone, Serving Network (PLMN ID, or PLMN ID and NID, see clause 5.34 of TS 23.501 [2]), Charging Characteristics information, Session AMBR, subscribed default QoS information, Trace Requirements and Internal Group Identifier (see TS 23.501 [2], clause 5.9.7), NSI ID, DN Authorization Profile Index, Framed Route information. MA PDU Request indication, MA PDU Network-Upgrade Allowed indication, ATSSS capabilities of the MA PDU Session, QoS constraints from the VPLMN (see clause 4.3.2.2.2).
Framed Route information is defined in Table 5.2.3.3.1-1.
NOTE:	If SMF receives the DN authorized Session AMBR from the DN-AAA at PDU session establishment, it includes the DN authorized Session AMBR within the Session-AMBR, instead of the subscribed Session AMBR received from the UDM, in the request.
W-5GAN specific PDU session information provided by the SMF is specified in TS 23.316 [53].
Outputs, Required: SM Policy Association ID defined in TS 29.512 [57]. Success or Failure.
Outputs, Optional: Policy information for the PDU Session as defined in clause 5.2.5.4.1.
See clause 4.16.4 for the detail usage of this service operation.
See clauses 4.22.2.1 and 4.22.3 for detailed usage of this service operation for ATSSS.
5.2.5.4.3	Npcf_SMPolicyControl_UpdateNotify service operation
Service operation name: Npcf_SMPolicyControl_UpdateNotify
Description: Provides to the NF Service Consumer, e.g. SMF updated Policy information for the PDU Session evaluated based on the information previously provided by the SMF, AF, CHF, UDR and NWDAF, as defined in clause 6.2.1.2 of TS 23.503 [20],
Inputs, Required: SM Policy Association ID.
Inputs, Optional: Policy information for the PDU Session as defined in clause 5.2.5.4.1.
Outputs, Required: Success or Failure.
Outputs, Optional: None.
See clause 4.16.5.2 for the usage of this service operation.
5.2.5.4.4	Npcf_SMPolicyControl_Delete service operation
Service operation name: Npcf_SMPolicyControl_Delete
Description: The NF Service Consumer can request the deletion of the SM Policy Association and of the associated resources.
Inputs, Required: SM Policy Association ID.
Inputs, Optional: 5G SRVCC indication.
Outputs, Required: Success or Failure.
Outputs, Optional: None.
See clause 4.16.6 for the usage of this service operation.
When the PDU session for IMS is released due to PS to CS handover for 5G SRVCC, SMF indicate the 5G SRVCC indication received from AMF to PCF.
5.2.5.4.5	Npcf_SMPolicyControl_Update service operation
Service operation name: Npcf_SMPolicyControl_Update.
Description: The NF Service Consumer can request the update of the SM Policy Association to receive updated Policy information for the PDU Session.
Inputs, Required: SM Policy Association ID.
Inputs, Optional: Information on the Policy Control Request Trigger condition, as defined in clause 6.1.3.5 of TS 23.503 [20], that has been met such as Access Type, (new or removed) IPv4 address and/or IPv6 network prefix, User Location Information, UE Time Zone, Serving Network, RAT type, Session AMBR, or subscribed default QoS information, DN Authorization Profile Index, 5GS bridge information [Bridge ID, DS-TT MAC address, port number of DS-TT port, UE-DS-TT Residence Time], Port Management Information Container and the related port number, MA PDU Request indication, MA PDU Network-Upgrade Allowed indication, ATSSS capabilities of the MA PDU Session, QoS constraints from the VPLMN (see clause 4.3.2.2.2).
W-5GAN specific PDU session information provided by the SMF is specified in TS 23.316 [53].
Outputs, Required: Success or not.
Outputs, Optional: Policy information for the PDU Session as defined in clause 5.2.5.4.1.
See clause 4.16.5.1 for the usage of this service operation.
NOTE:	When this service operation is invoked by SMF, race conditions apply, which are defined in TS 29.513 [47].

While the yellow highlighted parts of the SMPolicyControl service could be reused, many parameters seem not suitable. Most importantly, the service relates to a PDU session and has corresponding mandatory input parameters-

Proposal: Define new NpcfMBSPolicyControl service with as much similarity as possible to existing NpcfPolicyControl service


2. Text Proposal
It is proposed to agree the following changes for TR 23.757.

[bookmark: _Toc66391775][bookmark: _Toc66709176]9	Network Function Services
Editor's note:		The NF and associating services are FFS.

[bookmark: _Toc20204472][bookmark: _Toc27895171][bookmark: _Toc36192268][bookmark: _Toc45193381][bookmark: _Toc47593013][bookmark: _Toc51835100][bookmark: _Toc68017333]9.X	PCF Services
[bookmark: _Toc20204473][bookmark: _Toc27895172][bookmark: _Toc36192269][bookmark: _Toc45193382][bookmark: _Toc47593014][bookmark: _Toc51835101][bookmark: _Toc68017334]9.X.1	General
The following table illustrates the PCF Services for MBS.
Table 9.X.1-1: NF services provided by PCF for MBS
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer (s)

	Npcf_MBSPolicyControl
	Create
	Request/Response
	MB-SMF

	
	UpdateNotify
	Subscribe/Notify
	MB-SMF

	
	Delete
	Request/Response
	MB-SMF



[bookmark: _Toc20204488][bookmark: _Toc27895187][bookmark: _Toc36192284][bookmark: _Toc45193397][bookmark: _Toc47593029][bookmark: _Toc51835116][bookmark: _Toc68017349]9.X.Y	Npcf_MBSPolicyControl service
[bookmark: _Toc20204489][bookmark: _Toc27895188][bookmark: _Toc36192285][bookmark: _Toc45193398][bookmark: _Toc47593030][bookmark: _Toc51835117][bookmark: _Toc68017350]9.X.Y.1	General
Service description: NF Service Consumer, e.g. MB-SMF can create and manage a MBS Policy Association in the PCF through which the NF Service Consumer receives policy information for a MBS Session.
As part of this service, the PCF may provide the NF Service Consumer, e.g. MB-SMF with policy information about the MBS Session that may contain:
-	MBS Session related policy information.
-	PCC rule information.
-	Policy Control Request Trigger information. When a Policy Control Request Trigger condition is met the NF Service Consumer, e.g. MB_SMF shall contact the PCF and provide information on the Policy Control Request Trigger condition that has been met.
Editor's note:		Details of MBS Session related policy information, PCC rule information, and Policy Control Request Trigger information need to be defined in an appropriate location of the TS and referenced.
At MBS Session establishment the NF Service Consumer, e.g. MB-SMF requests the creation of a corresponding MBS Policy Association with the PCF (Npcf_MBSSMPolicyControl_Create) and provides relevant parameters about the MBS Session to the PCF.
-	When the PCF has created the "MBS Policy Association", the PCF may provide policy information as defined above.
When a Policy Control Request Trigger condition is met the NF Service Consumer, e.g. MB-SMF requests the update(Npcf_MBSPolicyControl_Update) of the MBS Policy Association by providing information on the condition(s) that have been met. The PCF may provide updated policy information to the NF Service Consumer.
The PCF may at any time provide updated policy information (Npcf_MBSPolicyControl_UpdateNotify).
At MBS Session Release the NF Service Consumer, e.g. MB_SMF requests the deletion of the corresponding MBS Policy Association.
[bookmark: _Toc20204490][bookmark: _Toc27895189][bookmark: _Toc36192286][bookmark: _Toc45193399][bookmark: _Toc47593031][bookmark: _Toc51835118][bookmark: _Toc68017351]Editor's note:		Parameters of the service operations are FFS.
[bookmark: _Hlk68632276]9.X.Y.2	Npcf_MBSPolicyControl_Create service operation
Service operation name: Npcf_MBSPolicyControl_Create.
Description: The NF Service Consumer can request the creation of a MBS Policy Association and provide relevant parameters about the MBS Session to the PCF.
Inputs, Required: MBS session ID, DNN, S-NSSAI.
Inputs, Optional: None.
Outputs, Required: Success or Failure. For Success MBS Policy Association ID.
[bookmark: _Toc20204491]Outputs, Optional: Policy information for the MBS.
[bookmark: _Toc27895190][bookmark: _Toc36192287][bookmark: _Toc45193400][bookmark: _Toc47593032][bookmark: _Toc51835119][bookmark: _Toc68017352]9.X.Y.3	Npcf_MBSPolicyControl_UpdateNotify service operation
Service operation name: Npcf_MBSPolicyControl_UpdateNotify
Description: Provides to the NF Service Consumer, e.g. MB-SMF updated Policy information for the MBS Session.
Inputs, Required: MBS Policy Association ID.
Inputs, Optional: Policy information for the MBS Session.
Outputs, Required: Success or Failure.
Outputs, Optional: None.
[bookmark: _Toc20204492][bookmark: _Toc27895191][bookmark: _Toc36192288][bookmark: _Toc45193401][bookmark: _Toc47593033][bookmark: _Toc51835120][bookmark: _Toc68017353]9.X.Y.4	Npcf_MBSPolicyControl_Delete service operation
Editor's note:		whether this service operation is needed or not is FFS.
Service operation name: Npcf_MBSPolicyControl_Delete
Description: The NF Service Consumer can request the deletion of the MBS Policy Association and of the associated resources.
Inputs, Required: MBS Policy Association ID.
Inputs, Optional:None.
Outputs, Required: Success or Failure.
Outputs, Optional: None.

