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	Reason for change:
	It is to refect the UE configuration in the conclusions for “Remote provisioning for SNPN credentials (Component 2 of KI#4)” in clause 8.4.1 of TR23.700-07, Onboarding configuration is introduced to User Plane Remote Provisioning for SNPN credentials.
· 

	
	

	Summary of change:
	Introduce the UE configuration for UP Remote Provisioning.
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	Other comments:
	The UE constructed FQDN for PVS discovery according to 3GPP rules are expected to be defined in TS 23.003.
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***** Start of changes *****
5.30.2.X.4	Remote Provisioning of UEs in Onboarding Network
5.30.2.X.4.2	Onboarding configuration for the UE
In order to enable UP Remote Provisioning of SNPN credentials for a UE, UE Configuration Data for UP Remote Provisioning are either pre-configured on the UE or provided by the ON-SNPN. UE Configuration Data for UP Remote Provisioning provided by the ON-SNPN take precedence over corresponding configuration data stored in the UE.
UE Configuration Data for UP Remote Provisioning consist of PVS IP address or PVS FQDN.
If the UE does not have any PVS IP address or PVS FQDN after the establishment of the restricted PDU Session used for onboarding, the UE may construct an FQDN for PVS discovery as defined in TS 23.003 [19].
The UE Configuration Data for UP Remote Provisioning may be stored in the ME. 
The UE Configuration Data for UP Remote Provisioning (i.e. PVS IP address or PVS FQDN) may be either
· locally configured in the SMF of ON-SNPN; or
· provided by the DCS to the AMF in ON-SNPN as part of the authentication procedure as specified in TS 33.501 [29] and send in PDU Session Establishment Request to the SMF. If PCF is used for UP Remote Provisioning, SMF provides the UE Configuration Data for UP Remote Provisioning to PCF.   
The UE Configuration Data for UP Remote Provisioning may be provided to the UE during the establishment of the restricted PDU Session as part of Protocol Configuration Options (PCO) in the PDU Session Establishment Response.



***** End of changes *****

