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Abstract: This pCR proposes to add a bullet for TMGI allocating and de-allocating to clause 5.3.2.2 of TS 23.247.
1.
Discussion
MB-SMF is responsible for allocating and de-allocating TMGIs for multicast and broadcast sessions.
Therefore, it is proposed to add a bullet for TMGI allocating and de-allocating to clause 5.3.2.2.
2.
Proposal
It is proposed to agree the following changes into TS 23.247.
* * * * Start of 1st Change * * * *
5.3.2.2
MB-SMF

The MB-SMF performs the following functions to support 5MBS:
-
General for multicast and broadcast sessions:
-
Supporting MBS session management (including QoS control).

-
Configuring the MB-UPF for multicast and broadcast flows transport based on the policy rules for multicast and broadcast services from PCF or local policy.
-
Allocating and de-allocating TMGIs.
-
Specific for broadcast sessions:
-
Interacting with RAN (via AMF) to control data transport using 5GC Shared MBS traffic delivery method.
-
Specific for multicast sessions:
-
Interacting with SMF to modify PDU Session associated with 5MBS.

-
Interacting with RAN (via AMF and SMF) to establish data transmission resources between MB-UPF and RAN nodes for 5GC Shared MBS traffic delivery method.
-
Controlling multicast data transport using 5GC Individual MBS traffic delivery method.

* * * * End of Change * * * * 
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